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Amphenol Corporation Worldwide

The Company

Amphenol Corporation is one of the world’ s largest designers,
manufacturers and marketers of electrical, electronics and fiber optic connectors,
interconnect systems and coaxial and flat-ribbon cable. The primary end markets for
our products are in the fast growing segments of telephone, wireless and data
communication systems; commercial and military aerospace electronics; cable
television systems; automotive and mass transportation application; and industrial
factory automation equipment.

Amphenol Daeshin Electronics Precision Ltd ( ADS ), located
in Bucheon Korea, is a subsidiary of Amphenol corporation, a worldwide
manufacturer and supplier of connector and interconnects products. We are
supplying wide range of interconnect solution and design, manufacture, supply Mil-
C-5015 style circular connectors. The primary end markets for ADS is Military,
Aerospace and Industrial with full range of Amphenol product group.
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Amphenol®

Amph‘énol ADGC Bayonet Coupling Connectors
Customized Products
ADGC Series

Introduction

The connectors presented in this catalog are identified as ADGC.
They are used principally in the transit rail industry and heavy applications; their main characteristic is the
fast and precise coupling of the receptacle and plug connectors.

Three bayonet ramps on the receptacle allow for the fast and perfect mating with only a one quarter turn
of the coupling nut.

ADGC Bayonet coupling connectors in accordance with VG95234.
They withstand exposure to moisture, oil and vibration.
Bayonet lock coupling.

ADGC series connectors meet the performance required for subway coupler applications.

On-Trai_n Entertainment

Control and Signal @
—~—. 8

@

" Braking,
Air conditionning




Amphenol®
Material and Finish / Electrical Data

ADGC Series
(Bayonet Coupling Connectors)

1. Material and Finish
No Item Material Finish Remarks
Shell Aluminum alloy | Black Anodize
Coupler | Aluminum alloy | Black Anodize
Back Shell | Aluminum alloy | Black Anodize

Indicated for indoor and outdoor not particularly
heavy application.

Insert Plastic Black Color Fire resistant and temperature range -40~125°...

LA R R

Contact Copper alloy Silver Plating | Copper alloy, with silver or gold plating.(request)

2. Electrical Data
- Contact Rating

Contact size | Max. current - | Rated and tests current | Maximum voltage drop (Millivolts)
16 22A 13A 74mvV
12 41A 23A B3mV
8 73A 46A 65mV
4 135A 80A 58mv
0 245A 150A 53mV
4/0 450A 350A 53my

= : Applicable for shot time
# : According to MIL-C-39029 D. Test with nickel-plated wire.

- Contact Arrangement Service Rating

Service rating e e
| 250V 200v
A 700V 500V
D 1,250V 900V
E 1,750V 1,250V
B 2,450V 1,750V
Cc 4,200V 3,000V
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Amphenol®

Electrical Data

ADGC Series

(Bayonet Coupling Connectors)

- Dielectric Strength (Standard sea level condition)

Service rating

Minimum flashover AC rms

Test Voltage AC rms  *

I 1,400V 1,000V
A 2,800V 2,000V
D 3,600V 2,800V
E 4,500V 3,500V
B 5,700V 4,500V
(o] 8,500V 7,000V

# According to MIL-C-5015
The connectors do not show any signs of breakdown when the test veltage indicated in the table is
applied for one minute between the two closest contacts and between the shell and any of the contacts

to the shell.

- Recommended current according to the temperature

250
245
(A)
200
Contact size
-~ B0D: O
150
£ oy
g
160 4
3 100 -
=]
o
3 ™
60;100;8
500
4 25; 2612
22'5 155;16S; 15: 16
8 L 2
020 40 60 80 120
('t)

AMBIENT TEMPERATURE
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Amphenol®
Ordering Information

ADGC Series
(Bayonet Coupling Connectors)

3. Ordering Information

ADGC | (08A| | G | |48 — |03 || S | W | /|5K| (640)

1 2 3 4 5 6 7 8 9

1. Series Designation
ADGC : Amphenol Bayonet series(GT) connector. (Crimp type contact)

2, Connector Type

00A : Wall mounting receptacle.

02A : Box mounting receptacle.

06A : Straight plug.

08A : Right angle plug.(45° or 60° degrees angle back shell)

3. RFI Grounding Finger

Without letter : Normal Type
G : RFI(Radio Frequency Interference) Grounding Finger Type

4. Shell Size
48,70

5. Insert Arrangement
See at page 13, 14

6. Contact Type

S : Socket{Female) Contacts.
P : Pin{Male) Contacts.

7. Alternate insert position

Without letter : Normal position
W, X, Y, Z: See at page 15

8. Polarization Keys
5K : 5keys

9. Deviation |, Plating

Without letter : Olive drab zine

CD : Cadmium

P1 : Black Paint

426 : Electro-less Nickel & Gold flash contact.
608 : Black Anodize

621 : Black Zinc

640 : Conductive black zine alloy

689 : Electro-less Nickel
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Amphenol®
Dimensions For Male Crimp Contacts

ADGC Series
(Bayonet Coupling Connectors)

4. Dimensions For Male Crimp Contacts.

Retention clip

.2 -
oA — - — ||{£“_ _____ I H oB oC oD
i -
L =
mm
Size NG oA oB ac oD L Remarks
168 0-5‘2'3-75 1.58 1.2 26 39 281
16S L‘%Zi 1.58 2.0 2.9 3.9 28.1
168 2‘51;3-0 1.58 25 38 3.8 281
16 0‘55375 158 1.2 26 39 332
1.0~2.0
16 1020 s 2.0 29 3.9 33.2
16 Lﬂ:aﬂ 1.58 25 38 38 33.2

Nominal dimensions mm.
Pleas consult "assembly manual for circular connector” catalogue for crimping tools.
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Amphenol®
Dimensions For Male Crimp Contacts

ADGC Series
(Bayonet Coupling Connectors)

Retention clip

Nominal dimensions mm.
Pleas consult "assembly manual for circular connector" catalogue for crimping tools.

¥ 1
3A C = }|- Heo H eB  oC @D
= i ) 1
1
L
Size AWG @A @B oc @D L Remarks
12 % 2.38 25 3.8 5.5 385
12 05~0.75 | 535 1.2 26 5.5 385
20
12 1 '01%2.0 2.38 2.0 3.8 5.5 38.5
12 % 2.38 3.0 4.8 5.5 385
6.0
® 12 —— | 238 36 438 55 385
o 3.0
8 8 —i 3.60 25 38 8.0 417
[
Q 4.0
O 8 —S7—| 360 3.0 48 8.0 417
a
s 8 —80 | se0 36 48 8.0 417
L5
o -
@ 8 —— | 3s0 48 6.8 8.0 417
©
b= 8 — 10| 360 5.0 7.0 8.0 417
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Amphenol®
Dimensions For Male Crimp Contacts

ADGC Series
(Bayonet Coupling Connectors)

Q*D aC E - o)} i - - Q*B QT\

L
Size g oA 0B oC oD E L | Remarks
AWG
a0 | -B5 | 19 14 9 14.35 18 80.9
53
410 19 14 15 14.35 16.3 80.9
67.4
a0 | SIS | 19 14 135 16.5 18 80.9
a0 | —1© | 19 14 14.4 20 23 80.9
a0 | -2 | 10 14 155 20 23 80.9
107
»4/0 0 19 14 16.5 20 23 80.9

» With AWG 4/0 cable : rated current 350 amps max.
Lesser Cable cross section : consult factory.

Nominal dimensions mm.
Pleas consult “assembly manual for circular connector” catalogue for crimping tools.
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Amphenol®
Dimensions For Female Crimp Contacts

ADGC Series
(Bayonet Coupling Connectors)

5. Dimensions For Female Crimp Contacts.

Retention clip

Bk T L=="T1l ===
oA e e o : B __oC oD
. |

%) Size mm oA oB oc oD i Remarks
S ‘ : AWG

©

= 16s | 25075 [ 165 12 26 3.9 28.1
3

16S 1.0~20 | 465 20 29 39 28.1

g. 16 '

= 16S 2‘5;‘3-0 1.65 25 3.8 38 28.1
O
Q2 16 05075 | 485 12 26 3.9 38.0
© 20

s i

@ 16 1.0-2.0 1.65 2.0 2.9 39 38.0
L. 16

| = o~

o 16 2530 e 25 38 38 38.0
L 14

w

c

o Nominal dimensions mm.

g Pleas consult “assembly manual for circular connector” catalogue for crimping tools.

@

=

(m]




Amphenol®
Dimensions For Female Crimp Contacts

ADGC Series
(Bayonet Coupling Connectors)

Retention clip
} - | |
-  E—
oA = B 4o i eB oC ¢D
f & = ) I
' |
L
Size % oA oB oc @D i Remarks
12 % 2.48 25 38 55 385
12 % 2.48 1.2 26 55 8.5
12 1-01?52-0 2.48 2.0 38 55 385
12 % 248 3.0 48 55 38.5
12 % 2.48 36 4.8 55 385
8 —32—| s 25 38 8.0 M7
8 % 3.70 3.0 48 8.0 M7
8 el - 36 48 8.0 4“7
8 3 3.70 46 6.3 8.0 M7
10
8 — 1 s 5.0 7.0 8.0 M7

Nominal dimensions mm.
Pleas consult “assembly manual for circular connector” catalogue for crimping tools.
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Amphenol®
Dimensions For Female Crimp Contacts

ADGC Series
(Bayonet Coupling Connectors)

E
T [ N | A a1 T
oD #C |l = 0—|+ } . Jr\ | ——at aB oA

{ [ I S B 1
& |
—
c
@D
5
o L
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W
1=
(0)]
w
£
=3 = mm’ A B oC oD e L o
) e AWG Ba e ec 7D E ‘Remarks
<5
< 53
a 4/0 7 19 15.5 11.5 14.35 163 815
= 0
o 67.4 ,
Q 4/0 o 19 15.5 13.5 16.5 18 81.5
s
= 40 | 0 19 15.5 14.4 20 23 815
= —
O 95
® 4/0 2 19 155 155 20 23 81.5
[ 107
% »40 | 19 155 16.5 20 23 815
L
5 » With AWG 4/0 cable : rated current 350 amps max.
L Lesser Cable cross section : consult factory.
w
g Nominal dimensions mm.
‘© Pleas consult “assembly manual for circular connector” catalogue for crimping tools.
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Amphenol®
Inserts Arrangements

ADGC Series
(Bayonet Coupling Connectors)

6. Inserts Arrangements

— Looking into front face of male insert.

Insert arrangement 48 - 03 48 - 04 48 - 06

Number of contacts 3 4 6
Contact size 4/0 4/0 2-12, 4-4/0
Service rating B D D

Insert arrangement 48 - 06B 48 - 66 48-74
Number of contacts 6 66 74
Contact size 3-12, 3-4/0 12 16
Service rating B A A
Contact Legend s ® o &
Consult Factory 16 12 8 4 0 4/0

Amphenol 12 -



Amphenol®

Inserts Arrangements
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ADGC Series

(Bayonet Coupling Connectors)

— Looking into front face of male insert.

Insert arrangement 48 - 76 70-90 70 - 106
Number of contacts 76 90 106
Contact size 16 80-12, 10-8 12
Service rating A A A
Insert arrangement 48 - 06A 48 -72 36-52
Number of contacts 6 72 52
Contact size 0-5, 4-1 12 16
Service rating D A A
Contact Legend £ o O 2
Consult Factory 16 12 8 4 4/0




Amphenol®
Alternate Inserts Positions / Connector Dimensions

ADGC Series
(Bayonet Coupling Connectors)

7. Alternate Inserts Positions

— Looking into front face of male insert.

) > @

Normal X
Type W X

48 - 03 307 -

48 - 04 30

48 - 06 307 -
48 -74 60" 120°

8. Connector Dimensions

— Shell type 00A front panel mounting receptacle with rear thread.

Only 48 size (mm)
GASKET - GASKET
/ [ / M74x1.5
= g T | Thread
\l\&
PBE I
4places
485 8
65
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Amphenol®

Connector Dimensions
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ADGC Series
(Bayonet Coupling Connectors)

— Shell type 02A front panel mounting receptacle.

Shell Size : 48 (mm)
GASKET , GASKET
% 3 ad
N |
2854 Il
4places
090 48.5 3]
o110 65
Shell Size : 70 {mm)
4-2 10 HOLE
GASKET

il

o148 @145 —-—H-—-—tf—-—1 a3

1z




Amphenol®
Connector Dimensions

ADGC Series
(Bayonet Coupling Connectors)

— Shell type 06A straight plug connector.
with straight back shell and 2 1/4-16UN clamp or special cable clamp(customer require).
Shell Size : 48 {mm)

@100 —
S
1
- \
\FLAT 75

REF198.8

Shell Size : 70 (mm)

2159 8126

FLAT 137

Approx.271
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Amphenol®

Connector Dimensions
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ADGC Series
(Bayonet Coupling Connectors)

— Shell type 08A 45° or 60° degrees angle plug connector.

with angle back shell and 2 1/4-16UN clamp or special cable clamp(customer require).
Shell Size : 48 (mm)

APPROX. 212

FLAT 64

Shell Size : 70 (mm)

Approx. 264




Amphenol®
Panel Cut Out Dimensions

ADGC Series
(Bayonet Coupling Connectors)

9. Panel Cut Out Dimensions

Shell Size : 48

(mm)

#76.010.2

90.0+0.1

@854

Shell Size : 70

(mm)

»140+0.2

160t0.1

e10%°

160+0.1
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Amphenol®
Accessories

ADGC Series
(Bayonet Coupling Connectors)

10. Accessories

— Spring loaded dust cap

Shell Size : 48(Part No. : AMDC-48) {mm)

4- @ 8.5 HOLES
58 090
0110
Shell Size : 70(Part No. : AMDC-70) (mm)
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Amphenol®
Accessories

ADGC Series
(Bayonet Coupling Connectors)

— Multi protection cap
Only 48 size (Part No. : AMPC-MT48) (mm)

110

OPEN POSITION

| K '
(& ,
O TTh © [
4-[J8.5 HOLES Approx. 137
Il | %0
LOGKING HANDLE
/]
| | CLOSE POSITION L
— Protection cap
Only 48 size (Part No. - AMPC-48) (mm)

I —

o100 = S
- EL&;@ el
S 28.5
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Amphenol®
Crimp Contact Assembly Tools

ADGC Series
(Bayonet Coupling Connectors)

11. Crimp Contact Assembly Tools

— Contact Crimping Tools

Contact Wire Size Amphenol Crimping Removal Renark
Size (wt/AWG) Contact No. Tool No. Tool No. L
#16 0.5~0.75 mm* CMD-31-1
1.0-2.0 mm' CMD-31-2 48-74P
Pin 2.5~3.0 mn"’ cMDa1a | | OMITAG AMET-JC16/12
0.5~0.75 mm’ CMD-41-1 o g
s::: . 1.0~2.0 mn’ CMD-412 _|PMC CAGE 11851 48-74S
& 25~30 mm' CMD-41-3
1.0““2.0 mm?* CMD-33-1 48-05'3
#12 2.5 mm? CMD-33-2 TP-201411-AG 70-90P
Pin 12 AWG CMD-33-3 A ?0_'1 5
4.0 mm' CMD-33-4
550 oMD-43-1—[DMC CAGE 11851 AMET-JC16/12 e
#12 2.5 mm- CMD-43-2 £ 20608
Socket 12 AWG CMD-43-3 | TP-20132812D
4.0 mm? CMD-43-4 70-1063
3.0mmi(14 AWG)| CMD-37-1
#8 Z0mm(12 AWG)| CMD-34-2 70:80P
Pin 6.0mm (10 AWG)| CMD-37-3
8 AWG CMD-37-4
3.0mm‘(14 AWG)| CMD-47-1 TP-201328-8D AMET-JC8
#8 40mm(12 AWG)|  CMD-47-2 1
Socket 6.0mm(10 AWG)| CMD-47-3
8 AWG CMD-47-4
35 mm CMD-278-1 7
#4/0 50 mm- CMD-278-2 :g_gﬁi
Pin 70 mm- CMD-2783 | 1p.p0132841
5 mm CMD-278-4 v fﬂ 9 o — 48-06P
35 mm* CMD-288-1 MIE 10B 48-03S
#4/0 50 mm’ CMD-2682 | 'ZWMIERS Ahnen
Socket 70 mm’ CMD-288-3
» 95 mm’ CMD-288-4 48-06S
(o}
|9 Crimping Tool Crimping Tool Removal Tool
= TP-201411-AG DMC CAGE 11851 AMET-JC16/12
o
s G B e
@
7]
<
R Crimping Tool Crimping Tool Remaoval Tool
8 TP-201328 IZUMI EP-510B AMET-JC4/0
c
3 ' = —
O %
a
&
| -
O
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. AMHTC Series

(Amphenol High Tension Connectors)




Amphenol®

Introduction / Features
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AMHTC Series
(Amphenol High Tension Connectors)

1.

L

Introduction
Amphenol “AMHTC", high tension connector series for railway vehicle installable power distribution

systems, offers the ultimate in safety and reliability under the most severe operating conditions.

The AMHTC series connecters allow the user to connect electrical equipment quickly with ultimate
safety.

AMHTC is available in two standard formats, which allow complete hook up through the standard
daisy chain principle.

Features

- Dead front contacts : An insulated tip on the contact element prevents accidental touching of current
carrying parts. Both the male and female contacts are protected.

- Super High Impact Insulators : High impact, flame retardant thermoplastic insulators prevent impact
and abrasion damage through continued use in harsh environment applications and also guarantee
a high degree of insulation, with maximum resistance to oil, acids and water.

- Integral Strain Relief : Easy to assemble compression type cable glands ensure sealing to IP67 and
good strain relief.

- Water proof when mated : Sealing is guaranteed through IP rated interfacial and cable gland
compression seals. Connectors when mated are rated at up to IP67.




Amphenol®
Material and Finish / Technical Data

AMHTC Series
(Amphenol High Tension Connectors)

3. Material and Finish

No Item Material Finish Remarks
1 Shell Plastic - Fire resistant and temperature range -30~125C

2 Contact Copper alloy Silver Plating | Copper alloy, with silver plating.

4, Technical Data

High Lock Low Lock
i AMPF, AMLM HLPF, HLLM SLPF, SLLM
Continuous Current Rating 660A@ambient{70°C | 350A@ambient{70C | 250A@ambient{70TC
Maximum Current Rating 750A 450A 400A
Contact Size Special #4/0 #4/0
Maximum Rated Voltage to Earth 2Kv ac / 3Kv de 3Kv ac / 4.2Kv dc 1.5Kv ac
Minimum Flashover 9.5Kv dc Peak 12.5Kv dc peak -
Operating Temperature Range -30C ~125TC
Insulation Resistance min 1004Q @ DC1,000V
Ingress Protection(mated) P67
Protection against Electric Shock 1P2X
Flammability uL94-vo

Amphenol 24 - 25



Amphenol®
Ordering Information

AMHTC Series
(Amphenol High Tension Connectors)

5. Ordering Information

Code : |AMPF| — | § — |BK| — |C95| — | 29
1 2 3 4 5
1. Type
High Lock Low Lock Remarks
AMPF HLPF SLPF Panel Female connector
ANMLM HLLM SLLM Line Male connector

2. Contact Gender

S : Socket
P: Pin

3. Colour

BK : Black
Y : Yellow
R : Red

BL : Blue
GN : Green
W White

4. Contact type

C240 : 240w Crimp C70 : 70mw Crimp
C200 : 200mr Crimp C50 : 50mr Crimp
C185 : 185mn Crimp C35 : 35w Crimp
€120 : 120mr Crimp C25 : 25mr Crimp
C95 : 95mt Crimp C14 : 14w Crimp

5. Cable grip(Consult factory)

13.5: PG13.5 (6~12mm cable OD)  M20S : M20 x 1.5(6~12mn cable OD)

16 :PG16 (10~14mn cable OD)  M20L : M20 x 1.5(10~14m cable OD)
21 :PG21 (13~18un cable OD)  M25 :M25 x 1.5(13~18m cable OD)
29 :PG29 (18~25mn cable OD)  M32 : M32 x 1.5(18~25m cable OD)
36 :PG36 (22~32mm cable OD) M40 : M40 x 1.5(22~32m cable OD)
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Amphenol®

Connector Dimensions

AMHTC Series
(Amphenol High Tension Connectors)

6. Connector Dimensions
High Lock

— AMPF TYPE : Female insulator rear panel mounting receptacle.

(mm)

849.0

4-8 5.5 HOLES 593

12.8

057.0

182.2

— AMLM TYPE : Male insulator line plug.

(mm)
S—
— — 465
=
MAX ¢ 46.2 160.5
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Amphenol®
Connector Dimensions

AMHTC Series
(Amphenol High Tension Connectors)

High Lock
— HLPF : Female insulator front panel mounting receptacle.
(mm)
4-855 GASKET
A —-— -
| H
046.0 12.8 | 10
058.0 85
Approx.135
— HLLM TYPE : Male insulator line plug.
(mm)

==
=
842 _—_.— - -

@52

Approx.135
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Amphenol®
Connector Dimensions

AMHTC Series
(Amphenol High Tension Connectors)

Low Lock

— SLPF TYPE : Female insulator front panel mounting receptacle.
(mm)

4-95.0

S
H\
I%|
JJ

0 40.0 Approx.106

— SLLM TYPE : Male insulator line plug.

(mm)

0330 [ I

g24  HH{—— 11— ——-—-" =

76

Approx.106
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Amphenol®
Panel Cut Out Dimensions

AMHTC Series
(Amphenol High Tension Connectors)

7. Panel Cut Out Dimensions

— High Lock
AMPF, AMLM TYPE {mm)
J_
jee N —
| s&n.ni—lz
I f-
'jT Ilu
HLPF, HLLM TYPE {mm)
=
o
0
=
@
=
(@]
o
(]
&)
[=
.0
°
9
09: — Low Lock (mm)
@
=
(@]
W
| =
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Amphenol®
Protection Cap Dimensions

AMHTC Series
(Amphenol High Tension Connectors)

8. Protection Cap Dimensions
— High Lock
AMPF (mm)

Lot/
e Y - | =
a42 e, S __ & . L
i Min L=160 )
= :::::::z@@
Approx. 100
— Low Lock (mm)
] H

Appr 81
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Amphenol®
Crimp Contact Assembly Tools

AMHTC Series
(Amphenol High Tension Connectors)

9. Crimp Contact Assembly Tools

— Contact Crimping Tools

Contact Wire Size Amphenol Crimping Removal R Ao
Size (wi/awG) Contact No. Tool No. Tool No. SRS
50 mm* CMS-21-50
70 mm? CMS-21-70
Special 95 mm? CMS-21-95
Pin 120 mm CMS21-120 IZUMIEP510B | AMET-HTCSP AMLM
185 mm* CMS-21-185
240 mm* CMS-21-240
50 mm? CMS-22-50
70 mm? CMS-22-70
Special 95 mm* CMS-22-95
T-HT!
Socket 120 CMS22-120 IZUMIEP510B | AMET-HTCSP AMPF
185 mm’ CMS-22-185
240 mm* CMS-22-240
14 mm? CMW-21-14
#410 25 M CMW-21-25 TP-2::328 AMET-JC4/0 HLLM
Pin 35 mm* CMW-21-35
T-SLL
50 mm CMW=2150 IZUMI EP-510B AMET-SLLM SLLM
14 mm? CMW-22-14
201
#4/0 25 mm* CMW-22-25 szgr e AMET-JCA/0 HLPF
Socket 35 mm* CMW-22-35 (ZUMI EP-5108 SLPF
50 mm* CMW-22-50
Crimping Tool IZUMI EP-510B
Crimping Tool TP-201328 Removal Tools
14\ AMET-HTCSP, AMET-JC4/0, AMET-SLLM

I

1)
8
|_.
=
o)
=
@
)
w
<
©
3
c
o
O
o
E
|
O




AFRICA

Amphenol South Africa
phone : +27-11-783-9517
Fax | +27-11-783-9519
Armphenol_Alrica@osi.com

ARGENTINA

Amphenal Argentina
Phone : +54-11-4815-68588
Fax | +54-11-4814-5779
ventas @amphenol comar

AUSTRIA

Amphenol GmbH

Phone : +43-2238-379-5189
Fax : +43-2236-205-550
info@amphenol-at.com

AUSTRALIA

Armphenol Australia Pty Lid.
Phone : +61-3-8796-6868
Fax : +61-3-8796-8301
info@amphenol comau

BRAZIL

Amphenol do Brazil Lida,
Phone : +65.11-3815.1003
Fax ;| +55-11-3815-1629
ventas@amphenol.combr

BRAZIL

Amphenal TFC do Brazll Lida.
Phone : +65-19-3767-1166
Fax : +b5-18-3257-1255
Info@armphenol-to.corm br

CANADA

AmphenokAir LB Norh America
Phone : +1-514-421-2153

Famx : +1-514-421-3408
info@amphenol-aifb.com

CANADA

Amphenol Canada Corp
Phone : #1-416-221-4401
Fax : +1-416-292-0647
sales@amphenokanadacom

CANADA

Amphenol Fiber Canada Ltd,
Phong : +1-613-432.8566
Fe  +1-613.432-9373
Info@timesfiber.com

CHINA - Beijing
Amphenol China, Beijing Office
Phone : +86-10-6468-401%
Fax : +85-10-6468-4020
achn@amphenol.comen

CHINA - Changzhou

Amphenol TFC{Cangzhou) Comm
Phone : +86-519-510-3118

Fax : +86-519-510-5897

TOT52. 254 0@compLsEnve.com

CHINA - Changzhou

Amphenol Tuchel Elsctronics
Phone : *86-519-511-0301
Fax ; +86-519-511-0299
info@amphanol-cz.com

CHINA - Changzhou

Changzhou Amphenol Fuyang Comm
Phone @ +86-519-648-25967

Fax | +86-519-648-3480
fuyanginfo@amphenol.comen

CHINA - Guangzhou

Guangzhou Amphenol Electronics Comm
Phone : +86-20-38659-8608

Fay ; +86-20-3869-7810
info@gecamphenol.com

CHINA - Hong Kong

Amphenol East Asia Limited
Phone : +852-2699- 2663
Fax : +852-2685-0074
info@amphencl.comhk

CHINA - Shanghai

Shanghai Amphenol Airwave Cormm
Phore | +86-21-5763. 0656

Fax : +88-21-5763-3575
iSAA@amphenoksaa.comon

CHINA - Shenzhen

Amphenol East Asia Elec. Tech,
Phone | +88-756-2717-7945
Fax : +86-755-2717-7622
Info@armphencl.comen

FRANCE

Amphenol - Air LB S.A.S.
Phore | +33-3-2422-7849
Fax : +33-3-2422-7850
contact@amphenal-airlb. fr

FRANCE

Armphenol Socapex S.A S, Mildem
Phane | +33-4-5089-2800

Fax : +33-4-5096-1941
info.export@amphencl-socape. fr

FRANCE

Armphenol Socapex S A S Telecom
Phone | +33-3-8482-9400

Fax | +33--8482-9411
infoamphencksocapex. fr

GERMANY

ArmpherokAlr LB GmoH
Phore : +49-8831-981-00
Fax @ +49-6831-981-030
Info@armphenokairb, de

GERMANY

Amphenol Tuchel Electronics
Phone : +49-7131-9239-0
Fax : +49-7131-929-486
info@amphencl.de

GERMANY

Konfeklion E Elektronik GrmbH
Phane : +49-7957-9886-0
Fax : +49-7957-9886-50
infof@kante.de

INDIA

Amphenol Interconnect India private
Phaore : +81-20-7120363

Fax : +91-20-712-9158

sales @amphenakinoom

ITALY

Amphenol Italia 5.P.A
Phone : +39-02-532-541
Fax : +39-02-932-544-44
info@amphenakit.com

JAPAN

Amphenol Japan Infocom
Phone | +81-45-473-831%1
Fax : +81-45-473-9203
info@amphenol.co.jp

JAPAN

Armphenol Japan MilAero & Indusiral
Phane : +81-77-553-85(1

Fax : +81-77-551-2200
info@amphencl.co.jp

KOREA

Amphenol Dae Shin Electronics
Phone - +82-32-810-3800

Fax : +82-32-673-2507
info@amphenol.co.kr

KOREA

Amphenol Korea Air Electronics Co., Lid.
Phone : +82-31-354-7707

Fax : +82-31-354-7014
kaeinfo@amphenol.co.kr

KOREA

U-Jin Cable Industrial Co., Ltd,
Phane : +82-41-854-0858

Fax : +82-41-854-0436
win@u-jincable.com

MALAYSIA

Amphenol Malaysia Sdn Bhd
Phane : +60-4-644-8628
Fax : +60-4-644-9628
info@amphenol.comsg

MEXICO

Armphenol Corp. Mexkco
Phane : +52-65-5258-9984
Fax : +52-55-5081-6850
info@amphenoimexico.com

MEXICO

TFC-Amphenol CATV Connector Ops.
Phone © +1-520-397-7085

Fax : +1-520-307-7096
info@timesfiber.com

NETHERLANDS

Amphenol European Sales Operations
Phone : +31-30-625-8000

Fax : +31-30-637-7034
info@arrphencl-nl.com

SINGAPORE

Amphenol Pacific Sales Cperations
Phone : +65-294-2128

Fax | +85-204-3522
info@arrphenol.cormsg

SPAIN

Ampheno| Espana(lberica)
Phons - +34-81-640-7302
Fax : +34-91-640-7307
info@armphenol-it.com

SWEDEN

Armphenc! ConneXus AB
Phone : +46-8-5454-7070
Fax : +46-832-04-30
info@armphenol.se

Amphenol

www.amphenol.com

(€2005 Amphenol DaeShin.  Printed in Korea 62005

SWEDEN

Arrphenol Scandinavia AB
Phone : +46-8-594-10440
Fax : +46-8-580-33800
info@amphenol-se.com

TAIWAN

Armphencl RF Asia Corp.
Phone : +8856.5-2686-1011
Fan : +886-6-266- 4633

Info@amphenolkj.com tw

TAIWAN

Amphenol Taiwan Corporation
Phone : +886-3-379-5677
Fax : +886-6-360-7259
Info@amphenol.comtw

UNITED KINGDOM

Armphenol Lid.

Phone : +44-1227-773-200
Fax: +44-1227-276-571
Info@amphenol.co.uk

USA - Danbury, CT

Arrphernol RF

Phone ; +1-203-743-8272
Fax : +1-203-796- 2032
webmail@amphenoid.com

USA - Endicott, NY

Armphenol Interconnect Products Corp.
Phone : +1-B07-754-4444

Fax : +1-807-786-4311

sales @aipce.com

USA - Hamden, CT

Armphenol Spectra-Strip Operation
FPhone : +1-203-281-3200

Fax : +1-203-281-5872

sales @spectra-strip.com

USA-HQ Wallingford, CT

Arrphencl Corporation
Phone : +1-203-265-8900
Fax: +1-203-265-8516
aphinfo@amphenol.com

USA - Lisle, IL

Armphenc| Fiber Optic Products
Phone : +1-830-960-1010

Fax : +1-630-810-5880

sales @amphenok-fiberoplics.com

USA - Nashua, NH

Amphenol Backplane Systems
Phone : +1-803-883-5100

Fa | +1-603-883-0171
contact@armphenckABS com

USA - Nashua, NH

Advanced Circuit Technology
Phone : +1-603-880-6000
Fax : +1-603-880-1785
marketing@act-fiexcircultcom

USA - Sidney, NY

Arrphenol Aerospace Opemlions
Phone : +1-807-563-5011
Fax : +1-607-563-5157

confzct@sidney.amphenol-asmspace.com

USA - Sugarland, TX

Arrphenol Assemble Tech
Phane ; +1-281-340-6500
Fax: +1-281-340-8510
cables @assemblelech com

USA - Vernon Hills, IL

Amphencl T & M Antennas
Phone : +1-847-478-5600
Fax : +1-847-478-5735
saalkes@antennas.com

USA - Wallingford, CT

Times Fibar Communications
Phone : +1-203-265-8500
Fax ; +1-203-265-8422
info@timesfiber.com



Amphenol DaeShin

558 Songnae-Dong, Sosa-Gu,
Bucheon-City, Kyunggi-Do, Korea
Phone:82-32-610-3800
www.amphenol.co.kr




