
DiTom Microwave Inc. 
 

 
 
Ferrite Isolators & Circulators  

DiTom Microwave has extensive experience designing and manufacturing of coaxial, ferrite 
isolators, passive components, RF circulators and other products since 1987. A standard line of 
coaxial, ferrite isolators, passive components, RF circulators and other products is offered in the 
selected frequency range from 100 MHz. to 40.0 GHz. to satisfy specific system requirements.  

DiTom has a unique capability to provide high quality microwave components for military and 
commercial applications. Founded in 1987 the company has extensive experience in designing and 
manufacturing coaxial, ferrite isolators, passive components, RF circulators and other products to 
satisfy specific system requirements for reliability, cost, and size. While standard coaxial, ferrite 
isolators, passive components, RF circulators and other products are described in this website, 
special devices can be designed to meet your system requirements. DiTom has established a 
reputation throughout the industry for on-time delivery and minimum return of parts-less then 1%.  

In Stock Items  
DiTom has coaxial, ferrite isolators, passive components, RF circulators and other products in 
stock! These coaxial, ferrite isolators, passive components and RF circulators can be ordered on-
line. DiTom accepts all major credit cards for your convenience.  

For quantities over 25, please call 559-255-7045.  

Connect Style: SMA – female K- female  

Featured New Products 
...700 MHz Spectrum Solutions 

 
• Now offering 700 MHz spectrum solutions available from stock. 
• Available in SMA-Female and Type-N Female Connector configurations.  

This is an IN-STOCK product. 

Orders can be processed directly through the company on-line, by phone, fax or through Local Sales 
Reps. 

 

Featured In-Stock Products  

...for Service Providers, Installers 
and In-Building Wireless 

 
• Now offering Cellular and PCS Isolators and Circulators in four frequency ranges.  
• Available in SMA-Female and Type-N Female Connector configurations.  



General Info 
 
 

 
DiTom Microwave has a unique capability to provide high quality microwave components for military and commercial applications. Founded in 1987 the company has 
extensive experience in designing and manufacturing isolators and circulators to satisfy specific system requirements for reliability, cost, and size. While standard 
isolators and circulators are described in this website, special devices can be designed to meet your system requirements. DiTom has established a reputation 
throughout the industry for on-time delivery and minimum return of parts-less then 1%. 

 
Operating frequency Ranges 
A standard line of isolators and circulators is offered in selected frequency ranges from 150 MHz to 40 GHz. Performance optimized components-Phase matching, 
temperature stabilization, extended bandwidth-are available on special orders. 

 
Connectors 
As a standard, all coaxial units are supplied with SMA-Female Connectors. Other connector types and configurations can be supplied on special order. 

 
Finish 
Standard units are supplied with nickel plate and chemical film per MIL-C-5541B Class 3. Vinyl/Epoxy gray painted units are available per customer requirements. 

 
Test Data 
A certificate of compliance is supplied with all units. Test data is available on special orders. DiTom's quality assurance standards meet Mil-I-45208A requirements. 

 
Microstrip and Stripline Integration 
DiTom isolators and circulators feature a removable connector option for integration into microwave subassemblies. 

 
Ordering Information 

DiTom isolators and circulators can be ordered online through its E-Commerce Store, directly from the company, or through its local representatives. 

 
 

Ferrite Circulators 

Ferrite circulators are three-port, passive RF or microwave devices made of magnets and ferrite material which is used to control the direction 
of signal flow in a RF circuit or microwave circuit. 

DiTom Microwave has extensive experience in designing and manufacturing Ferrite Isolators and Circulators since 1987. A standard line of 
Isolators and Circulators is offered in the selected frequency range from 100 MHz. to 40.0 GHz. to satisfy specific system requirements. DiTom 
can supply your needs in either standard Coaxial, Waveguide, or Co-Isoguide configurations. Orders can be processed directly from the 
company, through its E-Commerce Store or through its local Sales Reps. 



DiTom Microwave has a unique capability to provide high quality microwave components for military and commercial applications.  Founded in 
1987 the company has extensive experience in designing and manufacturing isolators and circulators to satisfy specific system requirements for 
reliability, cost, and size. While standard isolators and circulators are described in this website, special devices can be designed to meet your 
system requirements. DiTom has established a reputation throughout the industry for on-time delivery and minimum return of parts-less then 
1%. 

Operating frequency Ranges 

A standard line of isolators and circulators is offered in selected frequency ranges from 150 MHz to 40 GHz.  Performance optimized 
components-Phase matching, temperature stabilization, extended bandwidth-are available on special orders. 

Connectors 

As a standard, all coaxial units are supplied with SMA-Female Connectors.  Other connector types and configurations can be supplied on special 
order. 

Finish 

Standard units are supplied with nickel plate and chemical film per MIL-C-5541B Class 3.  Vinyl/Epoxy gray painted units are available per 
customer requirements. 

Test Data 

A certificate of compliance is supplied with all units. Test data is available on special orders.  DiTom's quality assurance standards meet Mil-I-
45208A requirements. 

Microstrip and Stripline Integration 

DiTom isolators and circulators feature a removable connector option for integration into microwave subassemblies. 

Ordering Information 

DiTom isolators and circulators can be ordered online through its E-Commerce Store, directly from the company, or through its local 
representatives. 

 
 
 



Single Junction Isolators 

Frequency 
Range 
(GHz) 

Isolator  
Model  

Number 
Isolation 

(db) 
Typ  Min 

Insertion Loss  
(db)  

Typ  Max 
  VSWR 
(+dBm) 

Typ   Max 
Operating 

Temp 
Range (C) 

 
Technical 
Drawing  

Buy It  

0.5 - 0.55 D3I0555 23  20 0.30  0.40 1.15  1.25 -20 to +65  * 
0.525 - 0.60 D3I0560 23  20 0.30  0.40 1.15  1.25 -20 to +65  * 

0.6 - 0.7 D3I0670 23  20 0.30  0.40 1.15  1.25 -20 to +65  * 
0.7 - 0.8 D3I0780 23  20 0.30  0.40 1.15  1.25 -20 to +65  * 
0.8 - 0.9 D3I0890 23  20 0.30  0.40 1.15  1.25 -20 to +65   

0.95 - 1.225 D3I9525 22  20 0.35  0.40 1.18  1.25 -20 to +65  * 
1.2 - 1.4 D3I0112 23  20 0.30  0.40 1.15  1.25 -20 to +65  * 
1.4 - 1.6 D3I0116 23  20 0.30  0.40 1.15  1.25 -20 to +65   
1.6 - 1.8 D3I0118 23  20 0.30  0.40 1.15  1.25 -20 to +65   
1.7 - 2.0 D3I0120 23  20 0.30  0.40 1.15  1.25 -20 to +65   
2.0 - 2.3 D3I0223 23  20 0.30  0.40 1.15  1.25 -20 to +65   
2.0 - 4.0 D3I2040 20  18  0.40  0.50 1.25  1.30    0 to +50   
2.0 - 6.0 D3I2060 15  14 0.70  0.80 1.25  1.45    0 to +50   
2.0 - 8.0 D3I2080       10          1.50           2.00    0 to +50   
2.6 - 5.2 D3I2652 20  18 0.40  0.50 1.25  1.30    0 to +50  * 
2.6 - 5.3 DMI2652 16  15 0.90  1.00 1.45  1.50 -30 to -75  * 
3.0 - 6.0 D3I3060 21  19 0.35  0.40 1.18  1.25    0 to +50   
3.5 - 7.0 D3I3570 20  17 0.35  0.50 1.25  1.35    0 to +50  * 
3.7 - 4.2 D3I3742 26  23 0.50  0.60 1.30  1.35    0 to +50  * 
3.7 - 8.3 D3I3783 18  17 0.50  0.60 1.30  1.35     0 to +50  * 
4.0 - 8.0 D3I4080 22  20 0.35  0.40 1.18  1.25 -10 to +60   
4.4 - 5.0 D3I4450 26  23 0.15  0.25 1.10  1.15 -10 to + 60  * 
5.0 - 10.7 DMI5011 16  15 0.90  1.00 1.40  1.45 -30 to -75  * 
5.4 - 5.9 D3I5459 26  23 0.15  0.20 1.10  1.15 -30 to +65  * 



5.9 - 6.4 D3I5964 26  23 0.15  0.20 1.10  1.15 -30 to +65  * 
5.9 - 12.5 DMI5912 19  15 0.50  0.60 1.30  1.35 -40 to +85  * 
6.0 - 12.4 D3I6012 19  17 0.50  0.60 1.30  1.35 -10 to + 60   
6.0 - 18.0 DMI6018 15  14 0.90  1.00 1.45  1.50 -55 to + 85   
6.5 - 13.1 DMI6513 17  16 0.70  0.80 1.40  1.45 -40 to +85  * 
6.5 - 18.0 DMI6518 15  14 0.90  1.00 1.45  1.50 -55 to + 85  * 
7.0 - 11.0 D3I7011 22  20 0.35  0.40 1.18  1.25 -10 to + 60   
7.0 - 18.0 D3I7018 16  15 0.90  1.00 1.45  1.50 -10 to + 80   
7.4 - 17.2 DMI7417 18  16 0.60  0.80 1.40  1.45 -55 to + 85  * 
7.5 - 10.0 D3I7510 26  23 0.30  0.50 1.15  1.25 -30 to +65  * 
7.7 - 8.4 D3I7784 26 23 0.15  0.20 1.10  1.20 -30 to +65  * 
8.0 - 12.4 D3I8012 22  20 0.35  0.40 1.18  1.25 -30 to +85   
8.0 - 16.0 D3I8016 19  17 0.50  0.60 1.30  1.35 -20 to +65   
8.0 - 18.0 D3I8018 17  16 0.70  0.80 1.40  1.45 -10 to +85  * 
8.0 - 20.0 D3I8020       15  0.70  1.00           1.45 -10 to +85   
8.5 - 9.6 D3I8596 26  23 0.15  0.20 1.10  1.20 -30 to +65  * 
9.2 - 10.5 D3I9211 26  23 0.15  0.20 1.10  1.20 -30 to +65  * 

10.0 - 20.0 D3I1020 17  16 0.60  0.70 1.35  1.40 -20 to +65   
10.4 - 18.4 DMI1018 20  17 0.50  0.80 1.30  1.35 -55 to + 85  * 
10.7 - 11.7 D3I1112 26  23 0.15  0.20 1.10  1.20 -30 to +65  * 
11.7 - 12.7 D3I1213 26  23 0.15  0.20 1.10  1.20 -30 to +65  * 
12.0 - 18.0 D3I1218 22  20 0.45  0.50 1.18  1.25 -20 to +65   
14.0 - 15.0 D3I1415 26  23 0.20  0.30 1.15  1.20 -30 to +65  * 
17.0 - 20.0 D3I1720 24  22 0.30  0.40 1.15  1.20     0 to +50  * 
18.0 - 26.5 D3I1826 20  18 0.70  0.80 1.35  1.40 -20 to +65   
19.0 - 22.0 D3I1922 24  22 0.30  0.40 1.15  1.20    0 to +50  * 
20.0 - 21.5 D3I2021 24  22 0.30  0.40 1.15  1.20    0 to +50  * 
20.0 - 23.0 D3I2023 24  22 0.30  0.40 1.35  1.40    0 to +50  * 



20.0 - 30.0 D3I2030 20  18 0.60  0.70 1.35  1.40 -20 to +65  * 
20.0 - 40.0 D3I2004       12           1.50          1.65 -20 to +65   
26.5 - 40.0 D3I2640 15  14 0.80  1.00 1.45  1.50 -20 to +65    

   
* Devices not currently In-Stock. Please contact factory for price and delivery information.  

 
Single Junction Circulators 

Frequency 
Range 
(GHz) 

Isolator  
Model  

Number 
Isolation 

(db) 
Typ  Min 

Insertion Loss  
(db)  

Typ  Max 
  VSWR 
(+dBm) 

Typ   Max 
Operating 

Temp 
Range (C) 

 
Technical 
Drawing  

Buy It  

0.5 - 0.55 D3C0555 23  20 0.30  0.40 1.15  1.25 -20 to +65  * 
0.525 - 0.60 D3C0560 23  20 0.30  0.40 1.15  1.25 -20 to +65  * 

0.6 - 0.7 D3C0670 23  20 0.30  0.40 1.15  1.25 -20 to +65  * 
0.7 - 0.8 D3C0780 23  20 0.30  0.40 1.15  1.25 -20 to +65  * 
0.8 - 0.9 D3C0890 23  20 0.30  0.40 1.15  1.25 -20 to +65   

0.95 - 1.225 D3C9525 22  20 0.35  0.40 1.18  1.25 -20 to +65  * 
1.2 - 1.4 D3C0112 23  20 0.30  0.40 1.15  1.25 -20 to +65  * 
1.4 - 1.6 D3C0116 23  20 0.30  0.40 1.15  1.25 -20 to +65   
1.6 - 1.8 D3C0118 23  20 0.30  0.40 1.15  1.25 -20 to +65   
1.7 - 2.0 D3C0120 23  20 0.30  0.40 1.15  1.25 -20 to +65   
2.0 - 2.3 D3C0223 23  20 0.30  0.40 1.15  1.25 -20 to +65   
2.0 - 4.0 D3C2040 20  18  0.40  0.50 1.25  1.30    0 to +50   
2.0 - 6.0 D3C2060 15  14 0.70  0.80 1.25  1.45    0 to +50   
2.0 - 8.0 D3C2080       10          1. 50          2.00     0 to +50   
2.6 - 5.2 D3C2652 20  18 0.40  0.50 1.25  1.30     0 to +50  * 
2.6 - 5.3 DMC2652 16  15 0.90  1.00 1.45  1.50 -30 to -75  * 
3.0 - 6.0 D3C3060 21  19 0.35  0.40 1.18  1.25      0 to +50   
3.5 - 7.0 D3C3570 20  17 0.35  0.50 1.25  1.35      0 to +50  * 



3.7 - 4.2 D3C3742 26  23 0.50  0.60 1.30  1.35      0 to +50  * 
3.7 - 8.3 D3C3783 18  17 0.50  0.60 1.30  1.35      0 to +50  * 
4.0 - 8.0 D3C4080 22  20 0.35  0.40 1.18  1.25 -10 to +60   
4.4 - 5.0 D3C4450 26  23 0.15  0.25 1.10  1.15 -10 to + 60  * 

5.0 - 10.7 DMC5011 16  15 0.90  1.00 1.40  1.45 -30 to -75  * 
5.4 - 5.9 D3C5459 26  23 0.15  0.20 1.10  1.15 -30 to +65  * 
5.9 - 6.4 D3C5964 26  23 0.15  0.20 1.10  1.15 -30 to +65  * 

5.9 - 12.5 DMC5912 19  15 0.50  0.60 1.30  1.35 -40 to +85  * 
6.0 - 12.4 D3C6012 19  17 0.50  0.60 1.30  1.35 -10 to + 60   
6.0 - 18.0 DMC6018 15  14 0.90  1.00 1.45  1.50 -55 to + 85   
6.5 - 13.1 DMC6513 17  16 0.70  0.80 1.40  1.45 -40 to +85  * 
6.5 - 18.0 DMC6518 15  14 0.90  1.00 1.45  1.50 -55 to + 85  * 
7.0 - 11.0 D3C7011 22  20 0.35  0.40 1.18  1.25 -10 to + 60   
7.0 - 18.0 D3C7018 16  15 0.90  1.00 1.45  1.50 -10 to + 80   
7.4 - 17.2 DMC7417 18  16 0.60  0.80 1.40  1.45 -55 to + 85  * 
7.5 - 10.0 D3C7510 26  23 0.30  0.50 1.15  1.25 -30 to +65  * 
7.7 - 8.4 D3C7784 26  23 0.15  0.20 1.10  1.20 -30 to +65  * 

8.0 - 12.4 D3C8012 22  20 0.35  0.40 1.18  1.25 -30 to +85   
8.0 - 16.0 D3C8016 19  17 0.50  0.60 1.30  1.35 -20 to +65   
8.0 - 18.0 D3C8018 17  16 0.70  0.80 1.40  1.45 -10 to +85  * 
8.0 - 20.0 D3C8020       15 0.70  1.00          1.45 -10 to +85   
8.5 - 9.6 D3C8596 26  23 0.15  0.20 1.10  1.20 -30 to +65  * 

9.2 - 10.5 D3C9211 26  23 0.15  0.20 1.10  1.20 -30 to +65  * 
10.0 - 20.0 D3C1020 17  16 0.60  0.70 1.35  1.40 -20 to +65   
10.4 - 18.4 DMC1018 20  17 0.50  0.80 1.30  1.35 -55 to + 85  * 
10.7 - 11.7 D3C1112 26  23 0.15  0.20 1.10  1.20 -30 to +65  * 
11.7 - 12.7 D3C1213 26  23 0.15  0.20 1.10  1.20 -30 to +65  * 
12.0 - 18.0 D3C1218 22  20 0.45  0.50 1.18  1.25 -20 to +65   



14.0 - 15.0 D3C1415 26  23 0.20  0.30 1.15  1.20 -30 to +65  * 
17.0 - 20.0 D3C1720 24  22 0.30  0.40 1.15  1.20    0 to +50  * 
18.0 - 26.5 D3C1826 20  18 0.70  0.80 1.35  1.40 -20 to +65   
19.0 - 22.0 D3C1922 24  22 0.30  0.40 1.15  1.20    0 to +50  * 
20.0 - 21.5 D3C2021 24  22 0.30  0.40 1.15  1.20    0 to +50  * 
20.0 - 23.0 D3C2023 24  22 0.30  0.40 1.35  1.40    0 to +50  * 
20.0 - 30.0 D3C2030 20  18 0.60  0.70 1.35  1.40 -20 to +65  * 
20.0 - 40.0 D3C2004       12           1.50           1.65 -20 to +65   
26.5 - 40.0 D3C2640 15  14 0.80  1.00 1.45  1.50 -20 to +65    

 
* Devices not currently In-Stock. Please contact factory for price and delivery information.   

        Ditom Microwave Inc.     7592 N. Maroa Ave. Suite 103 Fresno, CA 93711 
        Tel: 559-255-7045    Fax: 559-255-1667  

Dual Junction Isolators 
Frequency 

Range 
(GHz) 

Isolator  
Model  

Number 
Isolation  
(dB) Min 

Insertion Loss  
(dB) Max 

VSWR  
(+dBm)  

Max 
Operating  

Temperature  
Range (C) 

Technical 
Drawing Buy It  

0.5-0.55 D4I0555 40 0.8 1.25 -20 to +65  * 
0.525-0.60 D4I0560 40 0.8 1.25 -20 to +65  * 

0.6-0.7 D4I0670 40 0.8 1.25 -20 to +65  * 
0.7-0.8 D4I0780 40 0.8 1.25 -20 to +65  * 
0.8-0.9 D4I0890 40 0.8 1.25 -20 to +65  * 

0.95-1.225 D4I9525 40 0.8 1.25 -20 to +65  * 
1.2-1.4 D4I0112 40 0.8 1.25 -20 to +65  * 
1.4-1.6 D4I0116 40 0.8 1.25 -20 to +65  * 
1.6-1.8 D4I0118 40 0.8 1.25 -20 to +65  * 
1.7-2.0 D4I0120 40 0.8 1.25 -20 to +65  * 
2.0-2.3 D4I0223 40 0.8 1.25 -20 to +65  * 
2.0-4.0 D4I2040 36 1.0 1.30 0 to +50  * 
2.0-6.0 D4I2060 28 1.6 1.50 0 to +50  * 



2.0-8.0 D4I2080 20 3.0 2.00 -10 to +65  * 
2.6-5.2 D4I2652 36 1.0 1.30 0 to +50  * 
3.0-6.0 D4I3060 38 0.8 1.30 0 to +50  * 
3.5-7.0 D4I3570 34 1.0 1.35 0 to +50   * 
3.7-4.2  D4I3742 46 0.5 1.15 -30 to +65  * 
3.7-8.3 D4I3783 34 1.2 1.35 0 to +50  * 
4.0-8.0 D4I4080 40 0.8 1.25 -10 to +60  * 
4.4-5.0 D4I4450 46 0.5 1.15 -30 to +65  * 
5.4-5.9 D4I5459 46 0.4 1.15 -30 to +65   * 
5.9-6.4 D4I5964 46 0.4 1.15 -30 to +65  * 

6.0-12.4 D4I6012 34 1.2 1.35 -10 to +60   * 
7.0-11.0 D4I7011 40 0.8 1.25 -30 to +85  * 
7.0-18.0 D4I7018 34 2.0 1.50 -10 to +85  * 
7.5-10.0 D4I7510 40 1.0 1.25 -30 to +65   * 
7.7-8.4 D4I7784 46 0.4 1.20 -30 to +65  * 

8.0-12.4 D4I8012 40 0.8 1.25 -30 to +85  * 
8.0-16.0 D4I8016 34 1.2 1.35 -20 to +65  * 
8.0-18.0 D4I8018 32 1.6 1.45 -10 to +85  * 
8.0-20.0 D4I8020 30 2.0 1.45 -20 to +65  * 
8.5-9.6 D4I8596 46 0.4 1.20 -30 to +65  * 

9.2-10.5 D4I9211 46 0.4 1.20 -30 to +65  * 
10.0-20.0 D4I1020 32 1.4 1.40 -20 to +65   * 
10.7-11.7 D4I1112 46 0.4 1.20 -30 to +65  * 
11.7-12.7 D4I1213 46 0.4 1.20 -30 to +65   * 
12.0-18.0 D4I1218 40 1.0 1.25 -20 to +65   * 
14.0-14.5 D4I1415 46 0.6 1.20 -30 to +65   * 
17.0-20.0 D4I1720 44 0.8 1.20 0 to +50   * 
18.0-26.5 D4I1826 36 1.6 1.40 -20 to +65   * 



19.0-22.0 D4I1922 44 0.8 1.20 0 to +50  * 
20.0-21.5 D4I2021 44 0.8 1.20 0 to +50   * 
20.0-23.0 D4I2023 44 0.8 1.20 0 to +50  * 
20.0-30.0 D4I2030 36 1.4 1.40 -20 to +65   * 
20.0-40.0 D4I2004 24 3.0 1.65 -20 to +65  * 
26.5-40.0 D4I2640 28 2.0 1.50 -20 to +65   *  

* Devices not currently In-Stock. Please contact factory for price and delivery information.  
 

Dual Junction Circulators 
Frequency 

Range 
(GHz) 

Isolator  
Model  

Number 
Isolation  

Per Junction  
(dB) Min 

Insertion Loss  
Per Junction  

(dB) Max 
VSWR  
(+dBm)  

Max 
Operating  

Temperature  
Range (C) 

Technical 
Drawing Buy It  

0.5-0.55 D4C0555 20 0.40 1.25 -20 to +65  * 
0.525-0.60 D4C0560 20 0.40 1.25 -20 to +65  * 

0.6-0.7 D4C0670 20 0.40 1.25 -20 to +65  * 
0.7-0.8 D4C0780 20 0.40 1.25 -20 to +65  * 
0.8-0.9 D4C0890 20 0.40 1.25 -20 to +65  * 

0.95-1.225 D4C9525 20 0.40 1.25 -20 to +65  * 
1.2-1.4 D4C0112 20 0.40 1.25 -20 to +65  * 
1.4-1.6 D4C0116 20 0.40 1.25 -20 to +65  * 
1.6-1.8 D4C0118 20 0.40 1.25 -20 to +65  * 
1.7-2.0 D4C0120 20 0.40 1.25 -20 to +65  * 
2.0-2.3 D4C0223 20 0.40 1.25 -20 to +65  * 
2.0-4.0 D4C2040 18 0.50 1.30 0 to +50  * 
2.0-6.0 D4C2060 14 0.80 1.50 0 to +50  * 
2.0-8.0 D4C2080 10 1.50 2.00 -10 to +65  * 
2.6-5.2 D4C2652 18 0.50 1.30 0 to +50  * 
3.0-6.0 D4C3060 19 0.40 1.30 0 to +50  * 
3.5-7.0 D4C3570 17 0.50 1.35 0 to +50   * 
3.7-4.2  D4C3742 23 0.25 1.15 -30 to +65  * 



3.7-8.3 D4C3783 17 0.60 1.35 0 to +50  * 
4.0-8.0 D4C4080 20 0.40 1.25 -10 to +60  * 
4.4-5.0 D4C4450 23 0.25 1.15 -30 to +65  * 
5.4-5.9 D4C5459 23 0.20 1.15 -30 to +65   * 
5.9-6.4 D4C5964 23 0.20 1.15 -30 to +65  * 

6.0-12.4 D4C6012 17 0.60 1.35 -10 to +60   * 
7.0-11.0 D4C7011 20 0.40 1.25 -30 to +85  * 
7.0-18.0 D4C7018 17 1.00 1.50 -10 to +85  * 
7.5-10.0 D4C7510 20 0.50 1.25 -30 to +65   * 
7.7-8.4 D4C7784 23 0.20 1.20 -30 to +65  * 

8.0-12.4 D4C8012 20 0.40 1.25 -30 to +85  * 
8.0-16.0 D4C8016 17 0.60 1.35 -20 to +65  * 
8.0-18.0 D4C8018 16 0.80 1.45 -10 to +85  * 
8.0-20.0 D4C8020 15 1.00 1.45 -20 to +65  * 
8.5-9.6 D4C8596 23 0.20 1.20 -30 to +65  * 

9.2-10.5 D4C9211 23 0.20 1.20 -30 to +65  * 
10.0-20.0 D4C1020 16 0.70 1.40 -20 to +65   * 
10.7-11.7 D4C1112 23 0.20 1.20 -30 to +65  * 
11.7-12.7 D4C1213 23 0.20 1.20 -30 to +65   * 
12.0-18.0 D4C1218 20 0.50  1.25 -20 to +65   * 
14.0-15.0 D4C1415 23 0.30 1.20 -30 to +65   * 
17.0-20.0 D4C1720 22 0.40 1.20 0 to +50   * 
18.0-26.5 D4C1826 18 0.80 1.40 -20 to +65   * 
19.0-22.0 D4C1922 22 0.40 1.20 0 to +50  * 
20.0-21.5 D4C2021 22 0.40 1.20 0 to +50   * 
20.0-23.0 D4C2023 22 0.40 1.20 0 to +50  * 
20.0-30.0 D4C2030 18 0.70 1.40 -20 to +65   * 
20.0-40.0 D4C2004 12 1.50 1.65 -20 to +65  * 



26.5-40.0 D4C2640 14 1.00 1.50 -20 to +65   * 
* Devices 

not currently In-Stock. Please contact factory for price and delivery information.  
 

High Frequency - Single Junction - Isolators 

Frequency 
Range 
(GHz) 

Isolator  
Model  

Number 
Isolation 

(db) 
Typ   Min 

Insertion Loss  
(db)  

Typ   Max 
  VSWR 
(+dBm) 

Typ   Max 
Operating 

Temp 
Range (C) 

 
Technical 
Drawing  

Buy It  

20.0-30.0 D3I2030 20  18 0.60   0.70 1.35  1.40 -20 to +65  * 
20.0-40.0 D3I2004       12            1.50          1.65 -20 to +65    
26.5-40.0  D3I2640 15  14 0.80   1.00 1.45  1.50 -20 to +65    

  
  

High Frequency - Single Junction - Circulators 
  

Frequency 
Range 
(GHz) 

Isolator  
Model  

Number 
Isolation 

(db) 
Typ   Min 

Insertion Loss  
(db)  

Typ   Max 
  VSWR 
(+dBm) 

Typ   Max 
Operating 

Temp 
Range (C) 

 
Technical 
Drawing  

Buy It  

20.0-30.0 D3C2030 20  18 0.60   0.70 1.35  1.40 -20 to +65  * 
20.0-40.0 D3C2004       12            1.50          1.65 -20 to +65    
26.5-40.0  D3C2640 15  14 0.80   1.00 1.45  1.50 -20 to +65    

  
  
  

High Frequency - Dual Junction - Isolators 
  

Frequency 
Range 
(GHz) 

Isolator  
Model  

Number 
Isolation 
(db) Min 

Insertion Loss  
(db) Max 

  VSWR 
(+dBm) Max 

Operating 
Temp 

Range (C) 
 

Technical 
Drawing  

Buy It  

20.0-30.0 D4I2030 36 1.40 1.40 -20 to +65   * 
20.0-40.0 D4I2004 24 3.00 1.65 -20 to +65  * 
26.5-40.0  D4I2640 28 2.00 1.50 -20 to +65  *  

  



  
High Frequency - Dual Junction - Circulators 

  
Frequency 

Range 
(GHz) 

Isolator  
Model  

Number 
Isolation  

Per Junction  
(db) Min 

Insertion Loss 
Per Junction  

(db) Max  
  VSWR 

(+dBm) Max 
Operating 

Temp 
Range (C) 

 
Technical 
Drawing  

Buy It  

20.0-30.0 D4C2030 18 0.70 1.40 -20 to +65   * 
20.0-40.0 D4C2004 12 1.50 1.65 -20 to +65  * 
26.5-40.0  D4C2640 14 1.00 1.50 -20 to +65  *  

* Devices not currently In-Stock. Please contact factory for price and delivery information. 

Broadband Isolators 

Frequency 
Range 
(GHz) 

Isolator  
Model  

Number 
Isolation 

(db) 
Typ  Min 

Insertion Loss  
(db)  

Typ  Max 
  VSWR 
(+dBm) 

Typ   Max 
Operating 

Temp 
Range (C) 

 
Technical 
Drawing  

Buy It  

2.0-4.0 D3I2040 20  18 0.40  0.50 1.25  1.30  0 to +50    
2.0-6.0  D3I2060 15  14 0.70  0.80 1.45  1.50 0 to +50    
2.0-8.0 D3I2080        10          1.50          2.00  0 to +50    
4.0-8.0  D3I4080  22  20  0.35  0.40 1.18  1.25  -10 to +60   

6.0-12.4 D3I6012 19  17 0.50   0.60 1.30  1.35 -10 to +60   
7.0-18.0 D3I7018 16  15 0.90  1.00 1.45  1.50 -10 to +85   
8.0-16.0 D3I8016 19  17 0.50  0.60 1.30  1.35 -20 to +65   
8.0-18.0 D3I8018 17  16 0.70   0.80 1.40  1.45 -10 to +85   
8.0-20.0 D3I8020       15 0.70  1.00          1.45 -10 to +85   

10.0-20.0 D3I1020 17  16 0.60  0.70 1.35  1.40 -20 to +65   
12.0-18.0 D3I1218 22  20 0.45  0.50 1.18  1.25 -20 to +65   
18.0-26.5 D3I1826 20  18 0.70  0.80 1.35  1.40 -20 to +65   
20.0-30.0 D3I2030 20  18 0.60  0.70 1.35  1.40 -20 to +65   
20.0-40.0 D3I2004       12         1.50          1.65 -20 to +65   
26.5-40.0 D3I2640 15  14 0.80  1.00 1.45  1.50 -20 to +65     



 
Broadband Circulators 

Frequency 
Range 
(GHz) 

Isolator  
Model  

Number 
Isolation 

(db) 
Typ  Min 

Insertion Loss  
(db)  

Typ  Max 
  VSWR 
(+dBm) 

Typ   Max 
Operating 

Temp 
Range (C) 

 
Technical 
Drawing  

Buy It  

2.0-4.0 D3C2040 20  18 0.40  0.50 1.25  1.30  0 to +50    
2.0-6.0  D3C2060 15  14 0.70  0.80 1.45  1.50 0 to +50    
2.0-8.0 D3C2080       10          1.50          2.00  0 to +50    
4.0-8.0  D3C4080 22  20  0.35  0.40 1.18  1.25  -10 to +60   

6.0-12.4 D3C6012 19  17 0.50  0.60 1.30  1.35 -10 to +60   
7.0-18.0 D3C7018 16  15 0.90  1.00 1.45  1.50 -10 to +85   
8.0-16.0 D3C8016 19  17 0.50  0.60 1.30  1.35 -20 to +65   
8.0-18.0 D3C8018 17  16 0.70  0.80 1.40  1.45 -10 to +85   
8.0-20.0 D3C8020       15 0.70  1.00          1.45 -10 to +85   

10.0-20.0 D3C1020 17  16 0.60  0.70 1.35  1.40 -20 to +65   
12.0-18.0 D3C1218 22  20 0.45  0.50 1.18  1.25 -20 to +65   
18.0-26.5 D3C1826 20  18 0.70  0.80 1.35  1.40 -20 to +65   
20.0-30.0 D3C2030 20  18 0.60  0.70 1.35  1.40 -20 to +65   
20.0-40.0 D3C2004       12           1.50          1.65 -20 to +65   
26.5-40.0 D3C2640 15  14 0.80  1.00 1.45  1.50 -20 to +65     

 
 
 
 
 
 

NEW !  18-40 GHz Isolators 

Single Junction  
  



Frequency 
Range 
(GHz) 

Isolator 
Model 

Number 
Circulator 

Model 
Number 

Isolation 
(dB) Min 

Insertion 
Loss 

(dB) Max 
VSWR 
(+dBm) 

Max 
Power 
(Watts) 
Avg Pk  

Operating 
Temp 

Range (C) 
Approx 
Weight 
Oz (gm) 

18.0-40.0 D3I1840 D3C1840 (18-22 GHz) 
10 Min. 

(18-22 GHz) 
2.0 Max. 

(18-22 GHz) 
2.00 Max. 2   30 -20 to +65 0.9 (25) 

   (22-40 GHz) 
12 Min. 

(22-40 GHz) 
1.5 Max. 

(22-40 GHz) 
1.80 Max.    

 
  

 
 

  

Dual Junction  
  

Frequency 
Range 
(GHz) 

Isolator  
Model 

Number 
Circulator 

Model 
Number 

Isolation 
Per Junction 

(dB) Min 
Insertion Loss 
Per Junction 

(dB) Max 
VSWR 
(+dBM) 

Max 
Power 
(Watts) 
Avg Pk 

Operating 
Temperature 
Range (C) 

Approx 
Weight 
Oz (gm) 

18.0-40.0 D4I1840 D4C1840 (18-22 GHz) 
10 Min. 

(18-22 GHz) 
2.0 Max. 

(18-22 GHz) 
2.00 Max. 2    30 -20 to +65 1.6 (15) 

   (22-40 GHz) 
12 Min. 

(22-40 GHz) 
1.5 Max. 

(22-40 GHz) 
1.80 Max.     

  



   
        Ditom Microwave Inc.     7592 N. Maroa Ave. Suite 103 Fresno, CA 93711 
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