


JQL Electronics, Inc., is a leading manufacturer of microwave ferrite isolator/circulators, 
directional couplers, power divider/combiners, ceramic filters, and power transformers.  Founded in 
1996, JQL Electronics, Inc., specializes in large scale production of coils and power transformers for 
the telecommunication and electronic appliance industries. After several years of development and 
growth, JQL is now a significant global supplier, providing quality products and services to customers 
worldwide.

In recent years, JQL Electronics has focused on the RF passive components market. We have 
acquired the core technologies to build highly reliable ferrite devices, such as isolators and circulators. 
We are also one of the earliest companies to recognize the importance of globalization and fully 
leverage our global resources to optimize our operational efficiency in our industry. Our product design 
capability, low cost large scale production capacity, and solid customer focus drive our growth and 
make JQL a valuable business partner to our customers.

JQL Capability- Isolator and Circulator Specialist
JQL specializes in isolator and circulator designs and production. Over the past few years, JQL 

has expanded its technical capability in product development. JQL has developed products to meet 
the requirements of variety of different customers. Our engineering and technical support team has 
gained extremely valuable experience in designing products that can meet both high performance 
requirements and aggressive cost targets. Along with our sales team who works with customer closely 
to understand their needs, our design team consistently works to realize our customers’ vision and 
deliver the best solutions. In addition to building our capability through customer fulfillment, JOL also 
recognizes new industrial trends and proactively develops new products and solutions to meet those 
new directions. Our goal is to offer the most reliable and efficient products at the lowest cost possible.

In addition to our design capability, JQL has strong production capability to deliver its products. 
Our lead time is among the shortest in the industry. We keep a large quantity of material in stock, so 
that we can build and ship our orders quickly and competently. JQL is also vertically integrated. We 
produce our ferrite in house, which helps us control cost, quality, and lead time. 

Over the past few years, JQL has developed a broad range of high performance isolator and 
circulators for different industries. JQL offers a full line of devices including coaxial, drop-in, surface 
mount, microstrip, and waveguide. Surface mount is a new series that features compact package 
design and reflow compatibility. We have hundreds of different isolators and circulators designs, with 
devices ranging from 300Mhz to 120Ghz. 

Our excellent customer service is another key factor contributing to our success. We believe 
our customers deserve the best, and we are dedicated to providing the best business experience to 
them. From pre-sale to order processing, we make everything easy and efficient for our customers.

JQL Mission 
We are fully committed to bringing technology innovation at the best value to customers 

around the world. Our goal is to consistently meet and exceed customer expectation.  Thus we 
work to transfer our competitive advantage to our customers to make them more competitive in the 
marketplace they serve. 
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NARROWBAND COAXIAL CIRCULATOR
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR OPERATING PWR HANDLING CONNECTOR SIZE L*W*H PACKAGE 

F1 F2 NUMBER (dB) MIN (dB) MAX MAX TEMP( ºc ) AVG (W) TYPE (mm) CODE
0.380 0.460 JCC0380T0460N20 20 0.40 1.25 -15~+60 200 SMA or N 52*58*22 CC01
0.390 0.450 JCC0390T0450N20 20 0.40 1.25 -15~+60 200 SMA or N 52*58*22 CC01
0.420 0.450 JCC0420T0450N20 25 0.30 1.20 -15~+60 150 SMA or N 44*50*21 CC02
0.800 0.960 JCC0800T0960N10 20 0.40 1.25 -30~+70 100 SMA or N 30*33*20 CC04
0.800 0.960 JCC0800T0960S10 20 0.40 1.25 -30~+70 100 SMA 30*33*15 CC08
0.850 0.950 JCC0850T0950N6 20 0.40 1.25 -30~+70 100 SMA or N 30*33*20 CC04
0.850 0.950 JCC0850T0950S10 20 0.40 1.25 -30~+70 100 SMA 30*33*15 CC08
0.869 0.894 JCC0869T0894N15 23 0.30 1.20 -30~+70 150 SMA or N 35*38*20 CC03
0.869 0.894 JCC0869T0894N10 23 0.30 1.20 -30~+70 100 SMA or N 30*33*20 CC04
0.869 0.894 JCC0869T0894S10 23 0.30 1.20 -30~+70 100 SMA 30*33*15 CC08
0.925 0.960 JCC0925T0960N15 23 0.30 1.20 -30~+70 150 SMA or N 35*38*20 CC03
0.925 0.960 JCC0925T0960N10 23 0.30 1.20 -30~+70 100 SMA or N 30*33*20 CC04
0.925 0.960 JCC0925T0960S10 23 0.30 1.20 -30~+70 100 SMA 30*33*15 CC08
0.925 1.213 JCC0962T1213N15 20 0.50 1.25 -30~+70 150 SMA or N 30*33*20 CC04
0.925 1.213 JCC0962T1213N20 20 0.50 1.25 -30~+70 200 SMA or N 47.8*48.8*18.8 CC06
0.925 1.213 JCC0962T1213S15 20 0.50 1.25 -30~+70 150 SMA 30*33*15 CC08
1.000 1.100 JCC1000T1100N6 20 0.40 1.25 -30~+70 60 SMA or N 25.4*28.5*20 CC05
1.000 1.100 JCC1000T1100S6 20 0.40 1.25 -30~+70 60 SMA 25*25*15 CC07
1.200 1.400 JCC1200T1400N6 20 0.40 1.25 -30~+70 60 SMA or N 25.4*28.5*20 CC05
1.200 1.400 JCC1200T1400S6 20 0.40 1.25 -30~+70 60 SMA 25*25*15 CC07
1.435 1.535 JCC1435T1535N6 21 0.35 1.20 -30~+70 60 SMA or N 25.4*28.5*20 CC05
1.435 1.535 JCC1435T1535S6 21 0.35 1.20 -30~+70 60 SMA 25*25*15 CC07
1.500 1.600 JCC1500T1600N6 21 0.35 1.20 -30~+70 60 SMA or N 25.4*28.5*20 CC05
1.500 1.600 JCC1500T1600S6 21 0.35 1.20 -30~+70 60 SMA 25*25*15 CC07
1.600 1.800 JCC1600T1800N6 20 0.40 1.25 -30~+70 60 SMA or N 25.4*28.5*20 CC05
1.600 1.800 JCC1600T1800S6 20 0.40 1.25 -30~+70 60 SMA 25*25*15 CC07
1.800 2.100 JCC1800T2100S2 20 0.40 1.20 -30~+70 20 SMA or N 28*30*19 CC11
1.805 1.880 JCC1805T1880N3 25 0.30 1.20 -30~+70 60 SMA or N 28*30*19 CC11
1.805 1.880 JCC1805T1880S3 25 0.30 1.20 -30~+70 60 SMA 20*25.4*15 CC12
1.805 2.400 JCC1805T2400S0 18 0.60 1.25 -30~+70 5 SMA 25*25*15 CC07
1.805 2.400 JCC1805T2400N2 18 0.60 1.25 -30~+70 20 SMA or N 25*25*16 CC07
1.920 2.170 JCC1920T2170S0 22 0.35 1.20 -30~+70 5 SMA 25*25*15 CC07
1.920 2.170 JCC1920T2170N2 22 0.35 1.20 -30~+70 20 SMA or N 28*30*19 CC11
1.930 1.990 JCC1930T1990N3 25 0.30 1.20 -30~+70 60 SMA or N 28*30*19 CC11
1.930 1.990 JCC1930T1990S6 25 0.30 1.20 -30~+70 60 SMA 20*25.4*15 CC12

• Broad Selection of Frequency and Bandwidth 

(0.3Ghz-18Ghz, from 3% to Full Bandwidth)

• Military, Space and Commercial Applications

• High Power Handling 

• High Typical Isolation Above 25dB Per Junction

• Low Typical Insertion Loss Below 0.3dB

• Low IMD Design

• SMA-M/F, N-M/F, Removable SMA Connectors

• Wide Operation Temperature Range

• Custom Design Available Upon Request                  

(see select-a-frequency section)
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Coaxial Circulators
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NARROWBAND COAXIAL CIRCULATOR
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR OPERATING PWR HANDLING CONNECTOR SIZE L*W*H PACKAGE 

F1 F2 NUMBER (dB) MIN (dB) MAX MAX TEMP( ºc ) AVG (W) TYPE (mm) CODE
2.000 2.330 JCC2000T2330S3 20 0.40 1.20 -30~+70 20 SMA or N 28*30*19 CC11
2.070 2.140 JCC2070T2140N3 23 0.30 1.20 -30~+70 20 SMA or N 28*30*19 CC11
2.070 2.140 JCC2070T2140S3 23 0.30 1.20 -30~+70 30 SMA 20*25.4*15 CC12
2.100 2.500 JCC2100T2500N2 20 0.40 1.20 -30~+70 20 SMA or N 28*30*19 CC11
2.200 2.300 JCC2200T2300S2 23 0.30 1.20 -30~+70 20 SMA or N 28*30*19 CC11
2.200 2.300 JCC2200T2300S2 23 0.30 1.20 -30~+70 20 SMA 25*25*15 CC13
2.200 2.500 JCC2200T2500N2 20 0.40 1.20 -30~+70 20 SMA or N 28*30*19 CC11
2.200 2.500 JCC2200T2500S2 20 0.40 1.20 -30~+70 20 SMA 25*25*15 CC13
2.300 2.500 JCC2300T2500S6 23 0.30 1.20 -30~+70 60 SMA 25*25*15 CC13
2.500 2.700 JCC2500T2700N2 23 0.30 1.20 -30~+70 20 SMA or N 28*30*19 CC11
2.500 2.700 JCC2500T2700S2 23 0.30 1.20 -30~+70 20 SMA 25*25*15 CC13
2.700 3.100 JCC2700T3100N2 20 0.40 1.20 -30~+70 20 SMA or N 28*30*19 CC11
2.700 3.100 JCC2700T3100S2 20 0.40 1.20 -30~+70 20 SMA 25*25*15 CC13
3.000 3.500 JCC3000T3500N2 19 0.50 1.25 -30~+70 20 SMA or N 28*30*19 CC11
3.000 3.500 JCC3000T3500S2 19 0.50 1.25 -30~+70 20 SMA 25*25*15 CC13
3.400 4.200 JCC3400T4200S2 20 0.40 1.20 -40~+75 20 SMA 16*21*14 CC16
3.700 4.200 JCC3700T4200S2 20 0.40 1.20 -40~+75 20 SMA 16*21*14 CC16
3.700 4.200 JCC3700T4200N2 20 0.40 1.20 -40~+75 20 SMA or N 20*24*18 CC17
4.200 4.400 JCC4200T4400S2 23 0.30 1.20 -40~+75 20 SMA 16*21*14 CC16
4.200 4.400 JCC4200T4400N2 23 0.30 1.20 -40~+75 20 SMA or N 20*24*18 CC17
5.150 5.650 JCC5150T5650S2 20 0.40 1.20 -40~+75 20 SMA  16*21*14 CC16
5.150 5.650 JCC5150T5650N2 20 0.40 1.20 -40~+75 20 SMA or N 20*24*18 CC17
5.400 5.900 JCC5400T5900S2 20 0.40 1.20 -40~+75 20 SMA  16*21*14 CC16
5.400 5.900 JCC5400T5900N2 20 0.40 1.20 -40~+75 20 SMA or N 20*24*18 CC17
5.850 6.650 JCC5850T6650S2 20 0.40 1.20 -40~+75 20 SMA  16*21*14 CC16
5.850 6.650 JCC5850T6650S2 20 0.40 1.20 -40~+75 20 SMA or N 20*24*18 CC17
6.500 7.200 JCC6500T7200S2 20 0.40 1.20 -40~+75 10 SMA 15*19*13 CC20
6.700 7.100 JCC6700T7100S1 20 0.40 1.20 -40~+75 10 SMA 15*19*13 CC20
6.710 7.420 JCC6710T7420S1 23 0.30 1.20 -40~+75 10 SMA 15*19*13 CC20
7.000 7.000 JCC7000T8000S1 20 0.40 1.20 -30~+80 10 SMA 15*19*13 CC20
7.000 7.700 JCC7000T7700S1 20 0.40 1.20 -40~+75 10 SMA 15*19*13 CC20
7.700 8.300 JCC7700T8300S1 20 0.35 1.20 -40~+75 10 SMA 15*19*13 CC20
7.825 8.475 JCC7825T8475S1 20 0.40 1.20 -40~+75 10 SMA 15*19*13 CC20
8.500 9.600 JCC8500T9600S1 20 0.40 1.20 -40~+75 10 SMA 15*19*13 CC20

10.000 12.000 JCC10K0T12K0S1 20 0.50 1.25 -40~+75 10 SMA 15*19*13 CC20
10.500 11.300 JCC10K5T11K3S1 20 0.40 1.20 -40~+75 10 SMA 15*19*13 CC20
11.000 12.000 JCC11K0T12K0S1 20 0.40 1.20 -40~+75 10 SMA 15*19*13 CC20
11.000 12.790 JCC11K0T12K8S1 20 0.50 1.25 -40~+75 10 SMA 15*19*13 CC20
11.450 12.750 JCC11K4T12K8S1 23 0.30 1.25 -40~+75 10 SMA 15*19*13 CC20
12.000 12.800 JCC12K0T12K8S1 23 0.30 1.25 -40~+75 10 SMA 15*19*13 CC20
12.750 14.500 JCC12K7T14K5S1 20 0.40 1.25 -40~+75 10 SMA 15*19*13 CC20
13.000 15.000 JCC13K0T15K0S1 20 0.40 1.25 -40~+75 10 SMA 15*19*13 CC20
15.000 18.000 JCC15K0T18K0S1 20 0.50 1.20 -40~+75 10 SMA 15*19*13 CC20
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BROADBAND COAXIAL CIRCULATOR
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR OPERATING PWR HANDLING CONNECTOR SIZE L*W*H PACKAGE 

F1 F2 NUMBER (dB) MIN (dB) MAX MAX TEMP( ºc ) AVG (W) TYPE (mm) CODE
1.0 2.0 JCC1000T2000N3 15 0.70 1.40 -15~+60 30 SMA or N 70*80*21 CC14
2.0 4.0 JCC2000T4000N2 16 0.60 1.40 -30~+70 20 SMA or N 32*34*18 CC15
3.0 6.0 JCC3000T6000S2 16 0.60 1.40 -30~+70 20 SMA 25.4*27.5*13 CC18
3.4 4.2 JCC3400T4200S2 18 0.50 1.30 -30~+70 20 SMA 25.4*27.5*13 CC18
4.0 5.0 JCC4000T5000S2 20 0.40 1.30 -30~+70 20 SMA 25.4*27.5*13 CC18
4.0 8.0 JCC4000T8000S2 18 0.60 1.30 -30~+70 20 SMA 25.4*25.4*12.7 CC19
6.0 12.0 JCC6000T12K0S2 16 0.60 1.40 -40~+75 20 SMA 16*21*13 CC21
6.0 18.0 JCC6000T18K0S1 12 1.50 1.80 -40~+75 10 SMA 19*20*13 CC10
6.5 18.0 JCC6500T18K0S1 12 1.50 1.80 -40~+75 10 SMA 19*20*13 CC10
8.0 12.0 JCC8000T12K0S1 18 0.60 1.35 -40~+75 10 SMA 15*19*13 CC20
8.0 18.0 JCC8000T18K0S1 16 0.80 1.50 -40~+75 10 SMA 15*21*13 CC09

10.0 15.0 JCC10K0T15T0S1 18 0.60 1.35 -40~+75 10 SMA 15*19*13 CC20
12.0 15.0 JCC12K0T15K0S1 18 0.60 1.35 -40~+75 10 SMA 15*19*13 CC20
12.0 18.0 JCC12K0T18K0S1 18 0.60 1.35 -40~+75 10 SMA 15*19*13 CC20

DUAL JUNCTION COAXIAL CIRCULATOR
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR OPERATING PWR HANDLING CONNECTOR SIZE L*W*H PACKAGE

F1 F2 NUMBER (dB) MIN (dB) MAX MAX TEMP( ºc ) AVG (W) TYPE (mm) CODE
0.800 0.860 JC2C0800T0860S1 40 0.50 1.20 -30~+70 10 SMA or N 60*43*20 CC22
0.800 1.000 JC2C0800T1000S1 40 0.80 1.20 -30~+70 10 SMA or N 60*43*20 CC22
0.850 0.869 JC2C0850T0869N20 60 0.50 1.20 -30~+70 10 SMA or N 60*43*20 CC22
0.860 0.885 JC2C0860T0885S1 50 0.40 1.20 -30~+70 10 SMA or N 60*43*20 CC22
0.860 0.930 JC2C0860T0930S1 40 0.50 1.20 -30~+70 10 SMA or N 60*43*20 CC22
0.898 0.923 JC2C0898T0923S1 50 0.40 1.20 -30~+70 10 SMA or N 60*43*20 CC22
0.930 1.000 JC2C0930T1000S1 40 0.80 1.20 -30~+70 10 SMA or N 60*43*20 CC22
0.935 0.960 JC2C0935T0960S1 50 0.40 1.20 -30~+70 10 SMA or N 60*43*20 CC22
5.400 5.900 JC2C5400T5900S1 50 0.60 1.25 -40~+75 10 SMA 30*21*14 CC23

SELECT-A-FREQUENCY COAXIAL CIRCULATOR
FREQUENCY (GHz) BANDWIDTH ISOLATION INS LOSS VSWR OPERATING PWR HANDLING

F1~F2 UP TO (dB) MIN (dB) MAX MAX TEMP( ºc ) AVG (W)
0.300 0.600 30MHz 25 0.30 1.20 -15~+60 150
0.300 0.600 50MHz 20 0.40 1.25 -15~+60 150
0.600 1.000 30MHz 25 0.30 1.20 -30~+70 150
0.600 1.000 200MHz 20 0.40 1.25 -30~+70 150
0.800 1.200 70MHz 25 0.30 1.20 -30~+70 60
0.800 1.200 200MHz 20 0.40 1.25 -30~+70 60
1.000 2.000 70MHz 25 0.30 1.20 -30~+70 60
1.000 2.000 200MHz 20 0.40 1.25 -30~+70 60
1.400 2.400 70MHz 25 0.30 1.20 -30~+70 10
1.800 3.500 200MHz 25 0.30 1.20 -30~+70 10
1.800 3.500 400MHz 20 0.40 1.25 -30~+70 10
3.500 6.500 300MHz 25 0.30 1.20 -40~+75 10
3.500 6.500 600MHz 23 0.40 1.20 -40~+75 10
5.000 8.000 300MHz 25 0.30 1.20 -40~+75 10
5.000 8.000 600MHz 23 0.40 1.20 -40~+75 10
7.000 18.000 500MHz 25 0.30 1.20 -40~+75 10
7.000 18.000 1000MHz 23 0.40 1.20 -40~+75 10
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 SELECT-A-FREQUENCY DUAL JUNCTION COAXIAL CIRCULATOR (HIGH ISOLATION)
FREQUENCY (GHz) BANDWIDTH ISOLATION INS LOSS VSWR OPERATING PWR HANDLING
F1~F2 UP TO (dB) MIN (dB) MAX MAX TEMP( ºc ) FWD/REV (w)
0.300 0.500 30MHz 50 0.50 1.20 -15~+60 150
0.800 1.200 25MHz 50 0.40 1.20 -30~+70 60
1.600 2.700 70MHz 48 0.40 1.20 -30~+70 60
2.700 5.000 50MHz 50 0.40 1.20 -30~+70 10
5.000 7.000 300MHz 50 0.60 1.20 -40~+75 10
7.000 18.000 1000MHz 50 0.50 1.20 -40~+75 10

4

JQL offers customized products for specific application and frequency, Please call JQL sales engineers for details.

CC01 - COAX / COAXIAL CIRCULATOR

CC02 - COAX / COAXIAL CIRCULATOR
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CC03- COAX / COAXIAL CIRCULATOR CC04- COAX / COAXIAL CIRCULATOR

CC05- COAX / COAXIAL CIRCULATOR CC06- COAX / COAXIAL CIRCULATOR

CC07- COAX / COAXIAL CIRCULATOR CC08- COAX / COAXIAL CIRCULATOR
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CC09- COAX / COAXIAL CIRCULATOR CC10- COAX / COAXIAL CIRCULATOR

CC11- COAX / COAXIAL CIRCULATOR CC12- COAX / COAXIAL CIRCULATOR

CC13- COAX / COAXIAL CIRCULATOR CC14- COAX / COAXIAL CIRCULATOR
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CC15- COAX / COAXIAL CIRCULATOR CC16- COAX / COAXIAL CIRCULATOR

CC17- COAX / COAXIAL CIRCULATOR CC18- COAX / COAXIAL CIRCULATOR

CC19- COAX / COAXIAL CIRCULATOR CC20- COAX / COAXIAL CIRCULATOR
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CC21- COAX / COAXIAL CIRCULATOR CC22- COAX / COAXIAL CIRCULATOR

CC23- COAX / COAXIAL CIRCULATOR
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• Broad Selection of Frequency and Bandwidth 

(0.3Ghz-18Ghz, from 3% to Full Bandwidth)

• Military, Space and Commercial Applications

• High Power Handling 

• High Typical Isolation Above 25dB Per Junction

• Low Insertion Loss Below 0.3dB

• SMA M/F, N-M/F, Removable SMA Connectors

• Attenuator Option Available

• Wide Operation Temperature Range

• Custom Design Available Upon Request

    (see select-a-frequency section)

NARROWBAND COAXIAL ISOLATOR 
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR OPERATING PWR CONNECTOR SIZE L*W*H PACKAGE 

F1 F2 NUMBER (dB) MIN (dB) MAX MAX TEMP( ºc ) FWD/REV (W) TYPE (mm) CODE
0.380 0.460 JIC0380T0460N15 20 0.40 1.25 -15~+60 200/150 SMA or N 52*85*22 IC02
0.390 0.450 JIC0390T0450S2 20 0.40 1.25 -15~+60 100/25 SMA or N 52*58*22 IC01
0.390 0.450 JIC0390T0450N15 20 0.40 1.25 -15~+60 200/150 SMA or N 52*85*22 IC02
0.420 0.450 JIC0420T0450S2 25 0.30 1.20 -15~+60 100/25 SMA or N 52*58*22 IC01
0.420 0.450 JIC0420T0450N15 25 0.30 1.20 -15~+60 200/150 SMA or N 52*85*22 IC02
0.800 0.960 JIC0800T0960S1 20 0.40 1.25 -30~+70 100/10 SMA or N 35*38*20 IC03
0.800 0.960 JIC0800T0960S15 20 0.40 1.25 -30~+70 200/150 SMA or N 35*60*20 IC04
0.850 0.950 JIC085T0950S1 20 0.40 1.25 -30~+70 100/10 SMA or N 35*38*20 IC03
0.850 0.950 JIC085T0950S15 20 0.40 1.25 -30~+70 200/150 SMA or N 35*60*20 IC04
0.869 0.894 JIC0869T0894S6 25 0.30 1.15 -30~+70 100/60 SMA or N 25.4*38.5*20 IC06
0.869 0.894 JIC0869T0894S1 25 0.30 1.15 -30~+70 100/10 SMA  25*25*15 IC08
0.925 0.960 JIC0869T0960S6 25 0.30 1.15 -30~+70 100/60 SMA or N 25.4*38.5*20 IC06
0.925 0.960 JIC0869T0960S1 25 0.30 1.15 -30~+70 100/10 SMA  25*25*15 IC08
0.950 1.225 JIC0950T1225N1 20 0.40 1.25 -30~+70 100/10 N 30*33*20 IC05
0.950 1.225 JIC0950T1225N6 19 0.50 1.25 -30~+70 100/60 N 30*43*20 IC07
0.950 1.225 JIC0950T1225S1 20 0.40 1.25 -30~+70 100/10 SMA 30*33*15 IC09
0.980 1.140 JIC0980T1140S1 20 0.50 1.25 -30~+70 100/10 SMA 25*25*15 IC08
1.000 1.100 JIC1000T1100S6 22 0.35 1.22 -30~+70 100/60 SMA or N 25.4*38.5*20 IC06
1.000 1.100 JIC1000T1100S1 22 0.35 1.22 -30~+70 100/10 SMA 25*25*15 IC08
1.200 1.400 JIC1200T1400S6 20 0.40 1.25 -30~+70 100/60 SMA or N 25.4*38.5*20 IC06
1.200 1.400 JIC1200T1400S1 20 0.40 1.25 -30~+70 100/10 SMA 25*25*15 IC08
1.435 1.535 JIC1435T1535S6 22 0.35 1.22 -30~+70 100/60 SMA or N 25.4*38.5*20 IC06
1.435 1.535 JIC1435T1535S1 22 0.35 1.22 -30~+70 100/10 SMA 20*25.4*15 IC13
1.500 1.600 JIC1500T1600S6 22 0.35 1.22 -30~+70 100/60 SMA or N 25.4*38.5*20 IC06
1.500 1.600 JIC1500T1600S1 22 0.35 1.22 -30~+70 100/10 SMA 20*25.4*15 IC13
1.600 1.800 JIC1600T1800S6 20 0.40 1.25 -30~+70 100/60 SMA or N 25.4*38.5*20 IC06
1.600 1.800 JIC1600T1800S1 20 0.40 1.25 -30~+70 100/10 SMA 25*25*15 IC08
1.800 2.100 JIC1800T2100S0 20 0.40 1.20 -30~+70 60/5 SMA or N 28*30*19 IC12
1.800 2.100 JIC1800T2100S1 20 0.40 1.20 -30~+70 100/10 SMA 25*25*15 IC15
1.805 1.880 JIC1805T1880S6 25 0.30 1.20 -30~+70 100/60 SMA or N 25.4*38.5*20 IC06
1.805 1.880 JIC1805T1880S1 25 0.30 1.20 -30~+70 100/10 SMA 20*25.4*15 IC13
1.920 1.980 JIC1920T1980S1 25 0.30 1.20 -30~+70 100/10 SMA 25*25*15 IC15
1.920 2.170 JIC1920T2170S1 20 0.35 1.20 -30~+70 100/25 SMA 25*25*15 IC15
1.930 1.990 JIC1930T1990S6 25 0.30 1.20 -30~+70 100/60 SMA or N 25.4*38.5*20 IC06
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NARROWBAND COAXIAL ISOLATOR 
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR OPERATING PWR CONNECTOR SIZE L*W*H PACKAGE 

F1 F2 NUMBER (dB) MIN (dB) MAX MAX TEMP( ºc ) FWD/REV (W) TYPE (mm) CODE
1.930 1.990 JIC1930T1990S1 25 0.30 1.20 -30~+70 100/10 SMA 20*25.4*15 IC13
2.000 2.330 JIC2000T2330S0 20 0.40 1.20 -30~+70 60/5 SMA or N 28*30*19 IC12
2.000 2.330 JIC2000T2330S1 20 0.40 1.20 -30~+70 100/10 SMA 25*25*15 IC15
2.000 2.400 JIC2000T2400S1 20 0.40 1.20 -30~+70 100/10 SMA 25*25*15 IC15
2.000 2.500 JIC2000T2500S1 20 0.40 1.20 -30~+70 100/10 SMA 25*25*15 IC15
2.070 2.140 JIC2070T2140S0 25 0.30 1.20 -30~+70 60/5 SMA or N 28*30*19 IC12
2.070 2.140 JIC2070T2140S1 25 0.30 1.20 -30~+70 100/10 SMA 20*25*14 IC14
2.100 2.300 JIC2100T2300S0 25 0.30 1.20 -30~+70 60/5 SMA or N 28*30*19 IC12
2.100 2.300 JIC2100T2300S1 23 0.30 1.20 -30~+70 100/10 SMA 20*25*14 IC14
2.110 2.170 JIC2110T2170S2 25 0.30 1.20 -30~+70 100/10 SMA 25*25*15 IC15
2.200 2.300 JIC2200T2300N0 25 0.30 1.20 -30~+70 100/10 SMA or N 28*30*19 IC12
2.200 2.300 JIC2200T2300S1 23 0.30 1.20 -30~+70 100/10 SMA 20*25*14 IC14
2.200 2.300 JIC2200T2300S2 25 0.30 1.20 -30~+70 100/20 SMA 25*25*15 IC15
2.200 2.500 JIC2200T2500S0 20 0.40 1.20 -30~+70 60/5 SMA or N 28*30*19 IC12
2.200 2.500 JIC2200T2500S1 20 0.40 1.20 -30~+70 100/10 SMA 25*25*15 IC15
2.300 2.500 JIC2300T2500S1 23 0.30 1.20 -30~+70 100/10 SMA 25*25*15 IC15
2.300 2.700 JIC2300T2700S2 20 0.40 1.20 -30~+70 100/25 SMA 25*25*15 IC15
2.500 2.700 JIC2500T2700S0 25 0.30 1.20 -30~+70 60/5 SMA or N 28*30*19 IC12
2.500 2.700 JIC2500T2700S1 23 0.30 1.20 -30~+70 100/10 SMA 20*25*14 IC14
2.500 2.700 JIC2500T2700S2 25 0.30 1.20 -30~+70 100/25 SMA 25*25*15 IC15
2.700 2.900 JIC2700T2900S1 25 0.30 1.20 -30~+70 100/10 SMA 25*25*15 IC15
2.700 3.100 JIC2700T3100S0 20 0.40 1.20 -30~+70 60/5 SMA or N 28*30*19 IC12
2.700 3.100 JIC2700T3100S1 20 0.40 1.20 -30~+70 100/10 SMA 25*25*15 IC15
3.000 3.500 JIC3000T3500S1 18 0.50 1.25 -30~+70 25/10 SMA 25*25*15 IC15
3.300 4.900 JIC3300T4900S1 20 0.50 1.25 -30~+70 25/10 SMA 25*25*15 IC15
3.700 4.200 JIC3700T4200N1 23 0.40 1.20 -40~+75 25/10 N 16*26*19 IC18
3.700 4.200 JIC3700T4200S1 23 0.40 1.20 -40~+75 25/10 SMA 16*26*13 IC22
4.000 4.200 JIC4000T4200S1 25 0.30 1.20 -30~+75 25/10 SMA 16*26*13 IC22
4.200 4.400 JIC3700T4200N1 25 0.30 1.20 -40~+75 25/10 N 16*26*19 IC18
4.200 4.400 JIC3700T4200S1 25 0.30 1.20 -40~+75 25/10 SMA 16*26*13 IC22
4.400 5.000 JIC4400T5000G1-C 23 0.40 1.20 -40~+75 25/10 SMA 16*26*13 IC22
4.415 5.015 JIC4415T5015G1-C 23 0.40 1.20 -40~+75 25/10 SMA 16*26*13 IC22
5.000 7.000 JIC5000T7000S1 20 0.50 1.25 -35~+75 25/10 SMA 16*26*13 IC22
5.150 5.650 JIC5150T5650N1 23 0.40 1.20 -40~+75 25/10 N 16*26*19 IC18
5.150 5.650 JIC5150T5650S1 25 0.30 1.20 -40~+75 25/10 SMA 16*24*14 IC20
5.400 5.900 JIC5400T5900N1 23 0.40 1.20 -40~+75 25/10 N 16*26*19 IC18
5.400 5.900 JIC5400T5900S1 23 0.40 1.20 -40~+75 25/10 SMA 16*24*14 IC20
5.700 7.100 JIC5700T7100S1 20 0.50 1.22 -35~+80 25/10 SMA 16*26*13 IC22
5.800 6.500 JIC5800T6500S1 20 0.40 1.25 -40~+75 25/10 SMA 16*24*14 IC20
5.850 6.425 JIC5850T6425S1 23 0.40 1.20 -40~+75 25/10 SMA 16*24*14 IC20
5.850 6.650 JIC5850T6650S1 18 0.50 1.25 -40~+75 25/10 SMA 16*24*14 IC20
6.375 6.975 JIC6375T6975G1-C 23 0.40 1.20 -40~+75 25/10 SMA 16*26*13 IC22
6.400 7.100 JIC6400T7100S2 21 0.40 1.20 -40~+75 25/15 SMA 16*24*14 IC20
6.500 7.200 JIC6500T7200S1 20 0.40 1.20 -40~+75 15/10 SMA 16*24*14 IC20
6.700 7.100 JIC6700T7100S1 25 0.30 1.20 -40~+75 15/10 SMA 16*24*14 IC20
6.710 7.420 JIC6710T7420S1 20 0.40 1.25 -35~+80 15/10 SMA 16*24*14 IC20
7.000 7.700 JIC7000T7700S1 23 0.40 1.20 -40~+75 15/10 SMA 12*20*13 IC25
7.200 8.400 JIC7200T8400S1 20 0.50 1.20 -40~+75 15/10 SMA 12*20*13 IC25
7.825 8.475 JIC7825T8475S1 23 0.40 1.20 -40~+75 15/10 SMA 12*20*13 IC25
8.500 9.600 JIC8500T9600S1 23 0.40 1.20 -40~+75 15/10 SMA 12*20*13 IC25
9.500 15.500 JIC9500T15K5S1 18 0.60 1.30 -40~+75 15/10 SMA 12*20*13 IC25

10.000 12.000 JIC10K0T12K0S1 20 0.40 1.20 -40~+75 15/10 SMA 12*20*13 IC25
10.000 15.000 JIC10K0T15K0S1 20 0.50 1.25 -40~+75 15/10 SMA 12*20*13 IC25
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NARROWBAND COAXIAL ISOLATOR 
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR OPERATING PWR CONNECTOR SIZE L*W*H PACKAGE 

F1 F2 NUMBER (dB) MIN (dB) MAX MAX TEMP( ºc ) FWD/REV (W) TYPE (mm) CODE
10.500 11.300 JIC10K5T11K3S1 23 0.40 1.20 -40~+75 15/10 SMA 12*20*13 IC25
10.500 11.800 JIC10K5T11K8G1 21 0.40 1.20 -40~+75 15/10 SMA 12*20*13 IC25
11.000 12.000 JIC11K0T12K0S1 23 0.40 1.20 -40~+75 15/10 SMA 12*20*13 IC25
11.000 12.790 JIC11K0T12K8S1 20 0.50 1.25 -40~+75 15/10 SMA 12*20*13 IC25
11.000 14.000 JIC11K0T14K0S1 20 0.50 1.25 -40~+75 15/10 SMA 12*20*13 IC25
11.450 12.750 JIC11K4T12K8S1 20 0.40 1.20 -40~+75 15/10 SMA 12*20*13 IC25
12.000 12.800 JIC12K0T12K8S1 25 0.30 1.20 -40~+75 15/10 SMA 12*20*13 IC25
12.075 12.925 JIC12K0T13K0G1-KU 21 0.40 1.20 -40~+75 15/10 SMA 12*20*13 IC25
12.500 13.350 JIC12K5T13K4G1-KU 21 0.40 1.20 -40~+75 15/10 SMA 12*20*13 IC25
12.750 14.500 JIC12K7T14K5S1 20 0.40 1.20 -40~+75 15/10 SMA 12*20*13 IC25
13.000 15.000 JIC13K0T15K0S1 20 0.40 1.20 -40~+75 15/10 SMA 12*20*13 IC25
14.400 14.800 JIC14K4T14K8S0 25 0.30 1.20 -40~+75 15/10 SMA 12*20*13 IC25
14.400 14.800 JIC14K4T14k8S2 22 0.35 1.20 -40~+75 25/10 SMA 12*20*13 IC25
14.500 15.350 JIC14K5T15K4G1-KU 21 0.40 1.20 -40~+75 15/10 SMA 12*20*13 IC25
14.900 15.200 JIC14K9T15K2G0 25 0.30 1.20 -40~+75 15/10 SMA 12*20*13 IC25
15.000 18.000 JIC15K0T18K0S1 18 0.50 1.25 -40~+75 15/10 SMA 12*20*13 IC25
16.000 18.000 JIC16K0T18K0S1 20 0.50 1.25 -40~+75 15/10 SMA 12*20*13 IC25

BROADBAND COAXIAL ISOLATOR 
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR OPERATING PWR HANDLING CONNECTOR SIZE L*W*H PACKAGE 

F1~F2 GHz NUMBER (dB) MIN (dB) MAX MAX TEMP( ºc ) FWD/REV ( W ) TYPE (mm) CODE
0.950 1.225 JIC0950T1225N1 20 0.40 1.25 -30~+70 60/10 N 30*33*20 IC05
0.950 1.225 JIC0950T1225N6 19 0.50 1.25 -30~+70 100/60 N 30*43*20 IC07
0.950 1.225 JIC0950T1225S1 20 0.40 1.25 -30~+70 60/10 SMA 30*33*15 IC09
1.000 2.000 JIC1000T2000S6 16 0.70 1.4 -15~+60 30/10 SMA or N 70*80*21 IC16
2.000 4.000 JIC2000T4000S1 18 0.60 1.4 -30~+70 30/10 SMA or N 32*34*18 IC17
2.000 8.000 JIC2000T8000S1 12 1.50 1.8 -30~+70 30/10 SMA 60*42*19 IC19
2.200 2.800 JIC2200T2800S1 18 0.50 1.25 -30~+70 30/5 SMA or N 28*30*19 IC12
3.000 6.000 JIC3000T6000S1 17 0.60 1.4 -30~+70 30/10 SMA 25.4*34.5*13 IC21
3.400 4.200 JIC3400T4200S1 18 0.50 1.3 -30~+70 30/10 SMA 25.4*34.5*13 IC21
4.000 5.000 JIC4000T5000S1 20 0.40 1.25 -30~+70 15/10 SMA 25.4*31.4*12.7 IC23
4.000 8.000 JIC4000T8000S1 18 0.60 1.3 -30~+70 15/10 SMA 25.4*31.4*12.7 IC23
6.000 12.000 JIC6000T12K0S1 18 0.60 1.4 -40~+75 15/10 SMA 16*26*13 IC27
6.000 18.000 JIC6000T18K0S1 12 1.50 1.8 -40~+75 15/10 SMA 19*27*13 IC11
6.500 18.000 JIC6500T18K0S1 12 1.50 1.8 -40~+75 15/10 SMA 19*27*13 IC11
7.000 9.000 JIC7000T9000S1 18 0.60 1.4 -40~+75 15/10 SMA 16*26*13 IC27
7.000 10.000 JIC7000T10K0S1 18 0.60 1.4 -40~+75 15/10 SMA 16*26*13 IC27
7.000 18.000 JIC7000T18K0S1 12 1.50 1.8 -40~+75 15/10 SMA 19*27*13 IC10
8.000 10.000 JIC8000T10K0S1 20 0.50 1.25 -30~+70 15/10 SMA 12*20*13 IC24
8.000 12.400 JIC8000T12K4S1 20 0.50 1.25 -30~+70 15/10 SMA 12*20*13 IC24
8.000 16.000 JIC8000T16K0S1 17 0.80 1.4 -40~+75 15/10 SMA 15*23*13 IC10
8.000 18.000 JIC8000T18K0S1 17 0.80 1.4 -30~+70 15/10 SMA 15*23*13 IC10

10.000 15.000 JIC10K0T15K0S1 20 0.50 1.25 -30~+70 15/10 SMA 12*20*13 IC25
10.000 15.000 JIC10K0T15K0N1 20 0.50 1.25 -30~+70 15/10 N 12*23*19 IC26
12.000 15.000 JIC12K0T15K0S1 20 0.50 1.25 -30~+70 15/10 SMA 12*20*13 IC25
12.000 18.000 JIC12K0T18T0S1 20 0.60 1.3 -30~+70 15/10 SMA 12*20*13 IC24
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DUAL JUNCTION COAXIAL ISOLATOR 
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR OPERATING PWR HANDLING CONNECTOR SIZE L*W*H PACKAGE 

F1 F2 NUMBER (dB) MIN (dB) MAX MAX TEMP( ºc ) FWD/REV (W) TYPE (mm) CODE
0.390 0.400 JI2C0390T0400N10 50 0.50 1.25 -15~+60 200/100 SMA or N 104*57.5*22 IC28
0.390 0.450 JI2C0390T0450N1 50 0.60 1.22 -15~+60 100/10 SMA or N 104*57.5*22 IC28
0.400 0.455 JI2C0400T0455N6 50 0.60 1.22 -15~+60 100/10 SMA or N 104*57.5*22 IC28
0.420 0.450 JI2C0420T0450S0 50 0.50 1.25 -15~+60 200/150 SMA or N 104*57.5*22 IC28
0.450 0.480 JI2C0450T0480N6 50 0.50 1.25 -15~+60 200/100 SMA or N 104*57.5*22 IC28
0.800 0.860 JI2C0800T0860N1 40 0.50 1.20 -30~+70 100/10 SMA or N 60*33*20 IC29
0.860 0.930 JI2C0860T0930N1 40 0.50 1.20 -30~+70 100/10 SMA or N 60*33*20 IC29
0.869 0.894 JI2C0869T0894S6 50 0.40 1.20 -30~+70 100/60 SMA or N 60*33*20 IC29
0.925 0.960 JI2C0925T0960S6 50 0.40 1.20 -30~+70 100/60 SMA or N 60*33*20 IC29
1.930 1.990 JI2C1930T1990S6 48 0.50 1.20 -30~+70 100/60 SMA or N 46*32*20 IC30
1.930 1.990 JI2C1930T1990S1 48 0.40 1.20 -30~+70 100/10 SMA 40*27*18 IC31
2.070 2.140 JI2C2070T2140S6 48 0.40 1.20 -30~+70 100/60 SMA or N 46*32*20 IC30
2.070 2.140 JI2C2070T2140S1 48 0.40 1.20 -30~+70 100/10 SMA 40*27*18 IC31
5.850 6.650 J2IC5850T6650S1 50 0.60 1.20 -40~+75 15/10 SMA 30*21*14 IC32
7.000 7.700 JI2C7000T7700S1 50 0.50 1.20 -40~+75 15/10 SMA 24*20*13 IC33
7.825 8.475 JI2C7825T8475S1 50 0.50 1.20 -40~+75 15/10 SMA 24*20*13 IC33
8.500 9.600 JI2C8500T9600S1 50 0.50 1.20 -40~+75 15/10 SMA 24*20*13 IC33

10.000 12.000 JI2C10K0T12K0S1 50 0.50 1.20 -40~+75 15/10 SMA 24*20*13 IC33
10.500 11.300 JI2C10K5T11K3S1 50 0.50 1.20 -40~+75 15/10 SMA 24*20*13 IC33

SELECT-A-FREQUENCY COAXIAL ISOLATOR 
FREQUENCY (GHz) BANDWIDTH ISOLATION INS LOSS VSWR OPERATING PWR HANDLING
F1~F2 MHz (dB) MIN (dB) MAX MAX TEMP( ºc ) FWD/REV (w)
0.300 0.600 30MHz 25 0.30 1.20 -15~+60 200/150
0.300 0.600 50MHz 20 0.40 1.25 -15~+60 200150
0.600 1.000 30MHz 25 0.30 1.20 -30~+70 200/150
0.600 1.000 200MHz 20 0.40 1.25 -30~+70 200150
0.800 1.200 70MHz 25 0.30 1.20 -30~+70 100/60
0.800 1.200 200MHz 20 0.40 1.25 -30~+70 100/60
1.000 2.000 70MHz 25 0.30 1.20 -30~+70 100/60
1.000 2.000 200MHz 20 0.40 1.25 -30~+70 100/60
1.400 2.400 70MHz 25 0.30 1.20 -30~+70 100/60
1.800 3.500 200MHz 25 0.30 1.20 -30~+70 100/60
1.800 3.500 400MHz 20 0.40 1.25 -30~+70 100/60
3.500 6.500 300MHz 25 0.30 1.20 -40~+75 20/10
3.500 6.500 600MHz 23 0.40 1.20 -40~+75 20/10
5.000 8.000 300MHz 25 0.30 1.20 -40~+75 15/10
5.000 8.000 600MHz 23 0.40 1.20 -40~+75 15/10
7.000 18.000 500MHz 25 0.30 1.20 -40~+75 15/10
7.000 18.000 1000MHz 23 0.40 1.20 -40~+75 15/10

 SELECT-A-FREQUENCY DUAL JUNCTION COAXIAL ISOLATOR (HIGH ISOLATION)
FREQUENCY (GHz) BANDWIDTH ISOLATION INS LOSS VSWR OPERATING PWR HANDLING
F1~F2 MHz (dB) MIN (dB) MAX MAX TEMP( ºc ) FWD/REV (w)
0.300 0.500 30MHz 50 0.50 1.20 -15~+60 200/150
0.800 1.200 25MHz 50 0.40 1.20 -30~+70 100/60
1.600 2.700 70MHz 48 0.40 1.20 -30~+70 100/60
2.700 5.000 50MHz 50 0.40 1.20 -30~+70 15/10
5.000 7.000 300MHz 50 0.60 1.20 -40~+75 15/10
7.000 18.000 1000MHz 50 0.50 1.20 -40~+75 15/10

JQL offers customized products for specific application and frequency, Please call JQL sales engineers for details.
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IC01- COAX / COAXIAL ISOLATOR IC02- COAX / COAXIAL ISOLATOR

IC03- COAX / COAXIAL ISOLATOR IC04- COAX / COAXIAL ISOLATOR

IC05- COAX / COAXIAL ISOLATOR IC06- COAX / COAXIAL ISOLATOR
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IC07- COAX / COAXIAL ISOLATOR IC08- COAX / COAXIAL ISOLATOR

IC09- COAX / COAXIAL ISOLATOR IC10- COAX / COAXIAL ISOLATOR

IC11- COAX / COAXIAL ISOLATOR IC12- COAX / COAXIAL ISOLATOR
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IC13- COAX / COAXIAL ISOLATOR IC14- COAX / COAXIAL ISOLATOR

IC15- COAX / COAXIAL ISOLATOR IC16- COAX / COAXIAL ISOLATOR

IC17- COAX / COAXIAL ISOLATOR IC18- COAX / COAXIAL ISOLATOR
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IC19- COAX / COAXIAL ISOLATOR IC20- COAX / COAXIAL ISOLATOR

IC21- COAX / COAXIAL ISOLATOR IC22- COAX / COAXIAL ISOLATOR

IC23- COAX / COAXIAL ISOLATOR IC24- COAX / COAXIAL ISOLATOR
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IC25- COAX / COAXIAL ISOLATOR IC26- COAX / COAXIAL ISOLATOR

IC27- COAX / COAXIAL ISOLATOR IC28- COAX / COAXIAL ISOLATOR

IC29- COAX / COAXIAL ISOLATOR IC30- COAX / COAXIAL ISOLATOR
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IC31- COAX / COAXIAL ISOLATOR IC32- COAX / COAXIAL ISOLATOR

IC33- COAX / COAXIAL ISOLATOR
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 DROP-IN CIRCULATOR
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR OPERATING PWR HANDLING SIZE L*W*H PACKAGE 

F1 F2 NUMBER (dB) MIN (dB) MAX MAX TEMP( ºc ) AVG ( W ) (mm) CODE
0.300 0.400 JCD0300T0400G6 15 0.70 1.25 -40~+85 60 44*50*16 CD02
0.380 0.450 JCD0380T0450G15 18 0.50 1.25 -10~+60 150 52*58*16 CD01
0.400 0.500 JCD0400T0500G6 18 0.60 1.25 -40~+85 60 44*50*16 CD02
0.420 0.450 JCD0420T0450G15 23 0.30 1.20 -10~+60 150 44*50*16 CD02
0.850 0.875 JCD08502T0875S10 20 0.40 1.20 -30~+70 100 25.4*25.4*6.8 CD08
0.858 0.878 JCD08582T0878S10 20 0.40 1.20 -30~+70 100 25.4*25.4*6.8 CD08
0.869 0.894 JCD0869T0894G3 23 0.35 1.20 -30~+70 30 20*20*8.6 CD03
0.869 0.894 JCD0869T0894G10 23 0.30 1.20 -30~+70 100 25.4*25.4*6.8 CD08
0.869 0.894 JCD0869T0894G6 25 0.30 1.20 -30~+70 60 25.4*25.4*12 CD09
0.890 0.960 JCD08902T0960S10 20 0.40 1.20 -20~+55 100 25.4*25.4*6.8 CD08
0.902 0.928 JCD0902T0928S10 23 0.30 1.20 -30~+70 100 25.4*25.4*6.8 CD08
0.925 0.960 JCD0925T0960G3 23 0.35 1.20 -30~+70 30 20*20*8.6 CD03
0.925 0.960 JCD0925T0960G10 23 0.30 1.20 -30~+70 100 25.4*25.4*6.8 CD08
0.925 0.960 JCD0925T0960G6 25 0.30 1.20 -30~+70 60 25.4*25.4*12 CD09
0.962 1.213 JCD0962T1213G10 20 0.50 1.25 -30~+70 100 30*33*12 CD06
0.980 1.080 JCD0980T1080G6 20 0.40 1.25 -30~+70 60 25.4*28.5*12 CD07
0.980 1.080 JCD0980T1080G6-B 20 0.40 1.20 -30~+70 60 25.4*25.4*12 CD09
1.030 1.090 JCD1030T1090G10 23 0.30 1.20 -30~+70 100 30*33*12 CD06
1.030 1.090 JCD1030T1090G6 20 0.40 1.20 -30~+70 60 25.4*25.4*12 CD09
1.080 1.195 JCD1080T1195G6 20 0.40 1.20 -30~+70 60 25.4*25.4*12 CD09
1.200 1.400 JCD1200T1400G6 20 0.40 1.20 -30~+70 60 25.4*25.4*12 CD09
1.300 1.400 JCD1300T1400G6 20 0.40 1.20 -40~+85 60 25.4*25.4*12 CD09
1.435 1.535 JCD1435T1535G6 20 0.40 1.20 -30~+70 60 25.4*25.4*12 CD10
1.525 1.559 JCD1525T1559G6 23 0.30 1.20 -30~+70 60 20*25.4*12 CD11
1.805 1.880 JCD1805T1880G6 25 0.30 1.20 -30~+70 60 19*19*8.2 CD12
1.805 1.880 JCD1805T1880S6 23 0.30 1.20 -30~+70 60 19*19*5.6 CD13
1.900 2.030 JCD1900T2030G6 25 0.30 1.20 -30~+70 60 19*19*8.2 CD12
1.900 2.030 JCD1900T2030S6 23 0.30 1.20 -30~+70 60 19*19*5.6 CD13
1.930 1.990 JCD1930T1990G6 25 0.30 1.20 -30~+70 60 19*19*8.2 CD12
1.930 1.990 JCD1930T1990S6 23 0.30 1.20 -30~+70 60 19*19*5.6 CD13
1.960 2.170 JCD1960T2170G6 20 0.40 1.20 -30~+70 60 25.4*25.4*12 CD10

• Broad Selection of Frequency and Bandwidth 

(0.3Ghz-18Ghz, from 3% to Full Bandwidth)

• Wide Varity of Packages

• Military, Space and Commercial Applications

• High Power Handling 

• High Typical Isolation Above 25dB

• Low Insertion Loss Below 0.3dB

• Wide Operation Temperature Range

• Custom Design Available Upon Request                 

(see select-a-frequency section)
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 DROP-IN CIRCULATOR
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR OPERATING PWR HANDLING SIZE L*W*H PACKAGE 

F1 F2 NUMBER (dB) MIN (dB) MAX MAX TEMP( ºc ) AVG ( W ) (mm) CODE
2.070 2.140 JCD2070T2140G6 25 0.30 1.20 -30~+70 60 19*19*8.2 CD12
2.070 2.140 JCD2070T2140S6 23 0.30 1.20 -30~+70 60 19*19*5.6 CD13
2.095 2.185 JCD2095T2185G6 25 0.30 1.20 -30~+70 60 19*19*8.2 CD12
2.095 2.185 JCD2095T2185S6 23 0.30 1.20 -30~+70 60 19*19*5.6 CD13
2.100 2.300 JCD2100T2300G6 20 0.40 1.20 -30~+70 60 25.4*25.4*12 CD10
2.100 2.300 JCD2100T2300G2 23 0.30 1.20 -30~+70 20 20*25*11.5 CD15
2.200 2.300 JCD2200T2300G6 20 0.40 1.25 -30~+70 60 19*19*8.2 CD12
2.200 2.300 JCD2200T2300S6 20 0.40 1.25 -30~+70 60 19*19*5.6 CD13
2.400 2.500 JCD2400T2500S6 23 0.35 1.20 -30~+70 60 19*19*5.6 CD13
2.500 2.700 JCD2500T2700G2 23 0.30 1.20 -30~+70 20 20*25*11.5 CD15
2.500 2.800 JCD2500T2800S1 20 0.50 1.25 -40~+80 10 19*19*5.6 CD13
2.700 2.900 JCD2700T2900G2 23 0.30 1.20 -30~+70 20 20*25*11.5 CD15
2.800 3.300 JCD2800T3300G2 18 0.60 1.25 -30~+70 20 25*26*11.5 CD14
2.850 3.550 JCD2850T3550G2 22 0.40 1.20 -15~+50 20 25*26*11.5 CD14
2.900 3.100 JCD2900T3100G2 20 0.40 1.25 -30~+70 20 25*26*11.5 CD14
3.000 3.400 JCD3000T3400G2 20 0.40 1.25 -30~+70 20 25*26*11.5 CD14
3.300 3.700 JCD3300T3700S2 22 0.45 1.22 -40~+85 25 19*19*7.7 CD16
3.300 3.800 JCD3300T3800S2 20 0.30 1.20 -30~+70 20 19*19*7.7 CD16
3.300 3.800 JCD3300T3800G2 20 0.30 1.20 -40~+75 20 16*22*10.5 CD17
3.400 3.700 JCD3400T3700G2 23 0.30 1.20 -30~+70 20 19*19*7.7 CD16
3.600 4.200 JCD3600T4200G2 20 0.40 1.20 -40~+75 20 16*22*10.5 CD17
3.700 4.200 JCD3700T4200G2 20 0.40 1.20 -40~+75 20 16*22*10.5 CD17
3.700 4.300 JCD3700T4300G2 20 0.40 1.20 -40~+75 20 16*22*10.5 CD17
4.200 4.400 JCD4200T4400G2-B 23 0.30 1.20 -30~+70 20 19*19*7.7 CD16
4.200 4.400 JCD4200T4400G2 23 0.30 1.20 -40~+75 20 16*22*10.5 CD17
4.350 4.550 JCD4350T4550G2 23 0.30 1.20 -40~+75 20 16*22*10.5 CD17
4.400 5.000 JCD4400T5000G2 20 0.40 1.20 -40~+75 20 16*22*10.5 CD17
4.400 5.000 JCD4400T5000G1 20 0.50 1.25 -40~+75 10 12.7*12.7*6 CD18
4.400 5.200 JCD4400T5200S2 20 0.50 1.25 -40~+85 25 19*19*7.7 CD16
4.500 4.700 JCD4500T4700G2 23 0.30 1.20 -40~+75 20 16*22*10.5 CD17
4.500 4.700 JCD4500T4700G1 23 0.40 1.20 -40~+75 10 12.7*12.7*6 CD18
4.750 5.250 JCD4750T5250G2 20 0.40 1.20 -40~+75 20 16*22*10.5 CD17
4.750 5.250 JCD4750T5250G1 20 0.50 1.25 -40~+75 10 12.7*12.7*6 CD18
5.150 5.650 JCD5150T5650G2 20 0.40 1.20 -40~+75 20 16*22*10.5 CD17
5.150 5.650 JCD5150T5650G1 20 0.50 1.25 -40~+75 10 12.7*12.7*6 CD18
5.400 5.900 JCD5400T5900G2 20 0.40 1.20 -40~+75 20 16*22*10.5 CD17
5.400 5.900 JCD5400T5900G1 20 0.50 1.25 -40~+75 10 12.7*12.7*6 CD18
5.845 6.425 JCD5845T6425G2 20 0.40 1.20 -40~+75 20 16*22*10.5 CD17
5.845 6.425 JCD5845T6425G1 20 0.50 1.25 -40~+75 10 12.7*12.7*6 CD18
5.900 6.400 JCD5900T6400G2 20 0.40 1.20 -40~+75 20 16*22*10.5 CD17
5.900 6.400 JCD5900T6400G1 20 0.50 1.25 -40~+75 10 12.7*12.7*6 CD18
6.600 7.300 JCD6600T7300G1 19 0.50 1.25 -40~+75 10 12.7*12.7*6 CD18
6.900 7.600 JCD6900T7600G1 19 0.50 1.25 -40~+75 10 12.7*12.7*6 CD18
7.000 7.500 JCD7000T7500G1 20 0.40 1.20 -40~+75 10 12.7*17*8 CD19
7.000 7.700 JCD7000T7700G1 20 0.40 1.20 -40~+75 10 12.7*17*8 CD19
7.100 7.700 JCD71007700G1 20 0.40 1.20 -40~+75 10 12.7*17*8 CD19
7.125 7.875 JCD7125T7875G1 20 0.40 1.20 -40~+75 10 12.7*17*8 CD19
7.500 8.400 JCD7500T8400G1 20 0.40 1.20 -40~+75 10 12.7*17*8 CD19
7.800 8.600 JCD7800T8600G1 20 0.40 1.20 -40~+75 10 12.7*17*8 CD19
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 DROP-IN CIRCULATOR
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR OPERATING PWR HANDLING SIZE L*W*H PACKAGE 

F1 F2 NUMBER (dB) MIN (dB) MAX MAX TEMP( ºc ) AVG ( W ) (mm) CODE
8.000 8.500 JCD8000T8500G1 20 0.40 1.25 -40~+75 10 8.9*12.5*7.8 CD04
8.000 8.500 JCD8000T8500G1-B 20 0.50 1.25 -40~+75 10 8.9*12.5*5.6 CD05
8.600 9.600 JCD8600T9600G1 20 0.40 1.25 -40~+75 10 8.9*12.5*7.8 CD04
8.600 9.600 JCD8600T9600G1-B 20 0.50 1.25 -40~+75 10 8.9*12.5*5.6 CD05
9.000 10.500 JCD9000T10K5G1 18 0.50 1.25 -40~+75 10 8.9*12.5*7.8 CD04
9.200 9.900 JCD9200T9900G1 20 0.40 1.25 -40~+75 10 8.9*12.5*7.8 CD04
9.200 9.900 JCD9200T9900G1-B 20 0.50 1.25 -40~+75 10 8.9*12.5*5.6 CD05
9.500 10.500 JCD9500T10K5G1 20 0.40 1.25 -40~+75 10 8.9*12.5*7.8 CD04
9.500 10.500 JCD9500T10K5G1-B 20 0.50 1.25 -40~+75 10 8.9*12.5*5.6 CD05

10.400 11.300 JCD10K4T11K3G1 20 0.40 1.25 -40~+75 10 8.9*12.5*7.8 CD04
10.400 11.300 JCD10K4T11K3G1-B 20 0.50 1.25 -40~+75 10 8.9*12.5*5.6 CD05
10.700 11.950 JCD10K7T12K0G1 20 0.40 1.25 -40~+75 10 8.9*12.5*7.8 CD04
10.700 11.950 JCD10K7T12K0G1-B 20 0.50 1.25 -40~+75 10 8.9*12.5*5.6 CD05
11.500 12.950 JCD11K5T13K0G1 20 0.40 1.25 -40~+75 10 8.9*12.5*7.8 CD04
11.500 12.950 JCD11K5T13K0G1-B 20 0.50 1.25 -40~+75 10 8.9*12.5*5.6 CD05
12.100 12.800 JCD12K1T12K8G1 20 0.40 1.25 -40~+75 10 8.9*12.5*7.8 CD04
12.100 12.800 JCD12K1T12K8G1-B 20 0.50 1.25 -40~+75 10 8.9*12.5*5.6 CD05
12.700 13.500 JCD12K7T13K5G1 20 0.40 1.25 -40~+75 10 8.9*12.5*7.8 CD04
12.700 13.500 JCD12K7T13K5G1-B 20 0.50 1.25 -40~+75 10 8.9*12.5*5.6 CD05
12.750 14.500 JCD12K7T14K5G1 20 0.40 1.25 -40~+75 10 8.9*12.5*7.8 CD04
12.750 14.500 JCD12K7T14K5G1-B 20 0.50 1.25 -40~+75 10 8.9*12.5*5.6 CD05
13.400 15.000 JCD13K4T15K0G2 20 0.50 1.22 -45~+85 20 8.9*12.5*5.6 CD05
17.200 17.900 JCD17K2T17K9G1 20 0.40 1.25 -40~+75 10 8.9*12.5*7.8 CD04
17.200 17.900 JCD17K2T17K9G1-B 20 0.50 1.25 -40~+75 10 8.9*12.5*5.6 CD05
17.300 18.100 JCD17K3T18K1G1 20 0.40 1.25 -40~+75 10 8.9*12.5*7.8 CD04
17.300 18.100 JCD17K3T18K1G1-B 20 0.50 1.25 -40~+75 10 8.9*12.5*5.6 CD05

SELECT-A-FREQUENCY DROP-IN CIRCULATOR
FREQUENCY (GHz) BANDWIDTH ISOLATION INS LOSS VSWR OPERATING PWR HANDLING

F1 F2 UP TO (dB) MIN (dB) MAX MAX TEMP( ºc ) ( W )
0.300 0.800 30MHz 23 0.30 1.20 -15~+60 150
0.800 1.000 70MHz 23 0.30 1.20 -15~+60 100
1.000 2.400 25MHz 25 0.30 1.20 -30~+70 60
1.000 2.400 70MHz 23 0.30 1.20 -30~+70 60
1.000 2.400 200MHz 20 0.40 1.20 -30~+70 60
2.000 3.500 200MHz 23 0.30 1.20 -30~+70 60
2.000 3.500 400MHz 20 0.40 1.20 -30~+70 60
3.000 8.000 300MHz 23 0.30 1.20 -40~+75 15
3.000 8.000 600MHz 20 0.40 1.20 -40~+75 15
7.000 18.000 300MHz 23 0.30 1.20 -40~+75 10
7.000 18.000 1000MHz 20 0.40 1.20 -40~+75 10

JQL offers customized products for specific application and frequency. Please call JQL sales engineers for details.
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CD01- DROP-IN CIRCULATOR CD02- DROP-IN CIRCULATOR

CD03- DROP-IN CIRCULATOR CD04- DROP-IN CIRCULATOR

CD05- DROP-IN CIRCULATOR CD06- DROP-IN CIRCULATOR
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CD07- DROP-IN CIRCULATOR CD08- DROP-IN CIRCULATOR

CD09- DROP-IN CIRCULATOR CD10- DROP-IN CIRCULATOR

CD11- DROP-IN CIRCULATOR CD12- DROP-IN CIRCULATOR
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CD13- DROP-IN CIRCULATOR CD14- DROP-IN CIRCULATOR

CD15- DROP-IN CIRCULATOR CD16- DROP-IN CIRCULATOR

CD17- DROP-IN CIRCULATOR CD18- DROP-IN CIRCULATOR
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CD19- DROP-IN CIRCULATOR
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NARROWBAND DROP-IN ISOLATOR 
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR OPERATING PWR HANDLING SIZE L*W*H PACKAGE 

F1 F2 NUMBER (dB) MIN (dB) MAX MAX TEMP( ºc ) FWD/REV (W) (mm) CODE

0.380 0.450 JID0380T0450G6 19 0.40 1.25 -15~+60 200/150 44*57.5*16 ID01

0.380 0.450 JID0380T0450G6 19 0.40 1.25 -15~+60 100/60 44*54*16 ID02

0.420 0.450 JID0420T0450G15 23 0.40 1.20 -15~+60 200/150 44*57.5*16 ID01

0.420 0.450 JID0420T0450G6 25 0.30 1.20 -15~+60 100/60 44*54*16 ID02

0.850 0.875 JID0850T0875S6 23 0.35 1.20 -30~+70 100/60 25.4*31*6.8 ID08

0.869 0.894 JID0869T0894G1 25 0.35 1.20 -30~+70 60/10 20*20*8.6 ID03

0.869 0.894 JID0869T0894S6 25 0.30 1.20 -30~+70 100/60 25.4*31*6.8 ID08

0.869 0.894 JID0869T0894G1-B 25 0.30 1.20 -30~+70 60/10 25.4*25.4*12 ID09

0.925 0.960 JID0925T0960G1 25 0.35 1.20 -30~+70 60/10 20*20*8.6 ID03

0.925 0.960 JID0925T0960S6 25 0.30 1.20 -30~+70 100/60 25.4*31*6.8 ID08

0.925 0.960 JID0925T0960G1-B 25 0.30 1.20 -30~+70 60/10 25.4*25.4*12 ID09

0.960 1.215 JID0960T1215G1 20 0.40 1.25 -30~+70 30/10 25.4*28.5*12 ID07

0.980 1.080 JID0980T1080G1 21 0.35 1.20 -30~+70 60/10 25.4*25.4*12 ID09

0.990 1.130 JI0990T1130G1 20 0.50 1.25 -30~+70 60/10 20*20*9.1 ID04

0.995 1.134 JID0995T1134G1 20 0.50 1.25 -30~+70 60/10 20*20*9.1 ID04

1.000 1.100 JID1000T1100G1 20 0.40 1.20 -40~+85 60/10 25.4*25.4*12 ID09

1.030 1.090 JID1030T1090G1 25 0.30 1.20 -30~+70 60/10 25.4*28.5*12 ID07

1.030 1.090 JID1030T1090S6 20 0.35 1.20 -30~+70 100/60 25.4*31.7*6.8 ID08

1.080 1.195 JID1080T1195G1 20 0.35 1.20 -30~+70 60/10 25.4*28.5*12 ID07

1.080 1.195 JID1080T1195S6 20 0.35 1.20 -30~+70 100/60 25.4*31.7*6.8 ID08

1.200 1.400 JID1200T1400G1 20 0.40 1.20 -30~+70 60/10 25.4*25.4*12 ID09

1.300 1.400 JID1300T1400G1 20 0.50 1.20 -40~+85 60/10 25.4*25.4*12 ID09

1.300 1.400 JID1300T1400G1-B 20 0.50 1.20 -40~+85 60/10 20*30*11.5 ID11

1.435 1.535 JID1435T1535G1 21 0.35 1.22 -30~+70 60/10 20*24.4*12 ID12

1.525 1.559 JID1525T1559G1 25 0.30 1.20 -30~+70 60/10 20*24.4*12 ID12

1.605 1.625 JID1605T1625S1 20 0.40 1.20 -30~+70 60/10 15*16.5*6.6 ID10

1.805 1.880 JID1805T1880S6 25 0.30 1.20 -30~+70 100/60 19*25.4*5.6 ID13

1.805 1.880 JID1805T1880S0 25 0.30 1.20 -30~+70 30/5 19*19*5.6 ID14
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• Broad Selection of Frequency and Bandwidth 

(0.3Ghz-18Ghz, from 3% to Full Bandwidth)

• Wide Varity of Packages

• Military, Space and Commercial Applications

• High Power Handling Available

• Attenuator Option Available

• High Typical Isolation Above 25dB 

• Low Typical Insertion Loss Below 0.3dB

• Wide Operation Temperature Range

• Custom Design Available Upon Request              

(see select-a-frequency section)
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Drop-in Isolators
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NARROWBAND DROP-IN ISOLATOR 
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR OPERATING PWR HANDLING SIZE L*W*H PACKAGE 

F1 F2 NUMBER (dB) MIN (dB) MAX MAX TEMP( ºc ) FWD/REV (W) (mm) CODE

1.900 2.030 JID1900T2030S6 25 0.30 1.20 -30~+70 100/60 19*25.4*5.6 ID13

1.900 2.030 JID1900T2030G6 25 0.30 1.20 -30~+70 30/5 19*19*5.6 ID14

1.930 1.990 JID1930T1990S6 25 0.30 1.20 -30~+70 100/60 19*25.4*5.6 ID13

1.930 1.990 JID1930T1990G6 25 0.30 1.20 -30~+70 30/5 19*19*5.6 ID14

1.960 2.170 JID1960T2170G6 20 0.40 1.20 -30~+70 30/5 20*24.2*12 ID12

2.070 2.140 JID2070T2140S6 25 0.30 1.20 -30~+70 100/60 19*25.4*5.6 ID13

2.070 2.140 JID2070T2140G6 25 0.30 1.20 -30~+70 30/5 19*19*5.6 ID14

2.095 2.185 JID2095T2185S6 25 0.30 1.20 -30~+70 100/60 19*25.4*5.6 ID13

2.095 2.185 JID2095T2185G6 25 0.30 1.20 -30~+70 30/5 19*19*5.6 ID14

2.100 2.300 JID2100T2300G1 25 0.30 1.20 -30~+70 60/10 20*30*11.5 ID11

2.100 2.300 JID2100T2300G1-B 23 0.30 1.20 -30~+70 60/10 18*25*10 ID16

2.150 2.350 JID2150T2350G1-B 23 0.30 1.20 -30~+70 60/10 18*25*10 ID16

2.200 2.300 JID2200T2300G1 23 0.30 1.20 -30~+70 60/10 18*25*10 ID16

2.300 2.700 JID2300T2700G2 20 0.40 1.20 -30~+70 100/25 25*30*11.5 ID15

2.365 2.435 JID2365T2435S1 23 0.30 1.20 -30~+70 60/10 19*19*5.6 ID14

2.415 2.485 JID2415T2485S1 23 0.30 1.20 -30~+70 60/10 19*19*5.6 ID14

2.500 2.700 JID2500T2700G2 25 0.30 1.20 -30~+70 100/25 25*30*11.5 ID15

2.500 2.700 JID2500T2700G1 23 0.30 1.20 -30~+70 60/10 18*25*10 ID16

2.700 2.900 JID2700T2900G1 23 0.30 1.20 -30~+70 60/10 18*25*10 ID16

2.800 3.300 JID2800T3300G1 20 0.60 1.25 -30~+70 60/10 25*30*11.5 ID15

2.850 3.550 JID2850T3550G1 22 0.40 1.20 -15~+50 60/10 25*30*11.5 ID15

2.900 3.100 JID2900T3100G1 23 0.40 1.20 -30~+70 60/10 25*30*11.5 ID15

3.000 3.500 JID3000T3500G1 20 0.50 1.25 -30~+70 30/10 19*19*7.7 ID17

3.100 3.500 JID3100T3500G0 20 0.50 1.20 -55~+85 30/1 19*19*7.7 ID17

3.400 3.700 JID3400T3700G1 25 0.30 1.20 -40~+75 30/10 16*26*10.5 ID19

3.400 3.800 JID3400T3800G0 20 0.50 1.20 -55~+85 30/1 19*19*7.7 ID17

3.400 3.900 JID3400T3900G1 20 0.50 1.20 -30~+70 30/10 19*19*7.7 ID17

3.500 3.800 JID3500T3800G1 23 0.30 1.20 -30~+70 30/10 19*19*7.7 ID17

3.600 4.200 JID3600T4200G1 23 0.40 1.20 -40~+75 30/10 16*26*10.5 ID19

3.700 4.200 JID3700T4200G1-B 20 0.50 1.25 -40~+75 30/10 19*19*7.7 ID17

3.700 4.200 JID3700T4200G1 23 0.40 1.20 -40~+75 30/10 16*26*10.5 ID19

3.700 4.300 JID3700T4300G1 23 0.40 1.20 -40~+75 30/10 16*26*10.5 ID19

4.200 4.400 JID4200T4400G1 25 0.30 1.20 -40~+75 20/10 10*18*8 ID20

4.400 5.000 JID4400T5000G1 23 0.40 1.20 -40~+75 20/10 12*20*6 ID21

4.500 4.700 JID4500T4700G1 25 0.30 1.20 -40~+75 20/10 10*18*8 ID20

4.750 5.250 JID4750T5250G1 23 0.40 1.20 -40~+75 20/10 12*20*6 ID21

5.150 5.650 JID5150T5650G1 23 0.40 1.20 -40~+75 20/10 12*20*6 ID21

5.400 5.900 JID5400T5900G1 23 0.40 1.20 -40~+75 20/10 12*20*6 ID21

5.845 6.425 JID5845T6425G1 23 0.40 1.20 -40~+75 20/10 12*20*6 ID21

5.900 6.400 JID5900T6400G1 23 0.40 1.20 -40~+75 20/10 12*20*6 ID21

6.600 7.300 JID6600T7300G1 23 0.40 1.20 -40~+75 20/10 12*20*6 ID21

6.900 7.600 JID6900T7600G1 23 0.40 1.20 -40~+75 20/10 12*20*6 ID21

7.000 7.500 JID7000T7500G0 23 0.40 1.20 -40~+75 15/5 8.9*15*7.8 ID05

7.000 7.500 JID7000T7500G1 23 0.40 1.20 -40~+75 20/10 12*20*9.5 ID22

7.000 7.700 JID7000T7700G0 23 0.40 1.20 -40~+75 15/5 8.9*15*7.8 ID05

7.000 7.700 JID7000T7700G1 23 0.40 1.20 -40~+75 20/10 12*20*9.5 ID22
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NARROWBAND DROP-IN ISOLATOR 
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR OPERATING PWR HANDLING SIZE L*W*H PACKAGE 

F1 F2 NUMBER (dB) MIN (dB) MAX MAX TEMP( ºc ) FWD/REV (W) (mm) CODE

7.100 7.700 JID7100T7700G0 23 0.40 1.20 -40~+75 15/5 8.9*15*7.8 ID05

7.100 7.700 JID7100T7700G1 23 0.40 1.20 -40~+75 20/10 12*20*9.5 ID22

7.125 7.875 JID7125T7875G0 23 0.40 1.20 -40~+75 15/5 8.9*15*7.8 ID05

7.125 7.875 JID7125T7875G1 23 0.40 1.20 -40~+75 20/10 12*20*9.5 ID22

7.500 8.400 JID7500T8400G0 23 0.40 1.20 -40~+75 15/5 8.9*15*7.8 ID05

7.500 8.400 JID7500T8400G1 23 0.40 1.20 -40~+75 20/10 12*20*9.5 ID22

7.800 8.600 JID7800T8600G0 23 0.40 1.20 -40~+75 15/5 8.9*15*7.8 ID05

7.800 8.600 JID7800T8600G1 23 0.40 1.20 -40~+75 20/10 12*20*9.5 ID22

8.000 8.500 JID8000T8500G0 23 0.40 1.20 -40~+75 15/5 8.9*15*7.8 ID05

8.000 8.500 JID8000T8500G1 23 0.40 1.20 -40~+75 20/10 12*20*9.5 ID22

8.600 9.600 JID8600T9600G0 23 0.40 1.20 -40~+75 15/5 8.9*15*7.8 ID05

8.600 9.600 JID8600T9600G1 23 0.40 1.20 -40~+75 20/10 12*20*9.5 ID22

9.200 9.900 JID9200T9900G0-B 23 0.40 1.20 -40~+75 15/5 8.9*15*7.8 ID05

9.200 9.900 JID9200T9900G0 23 0.50 1.20 -40~+75 15/5 8.9*15*5.6 ID06

9.200 9.900 JID9200T9900G1 23 0.40 1.20 -40~+75 20/10 12*20*9.5 ID22

9.500 10.500 JID9500T10K5G0-B 23 0.40 1.20 -40~+75 15/5 8.9*15*7.8 ID05

9.500 10.500 JID9500T10K5G0 23 0.50 1.20 -40~+75 15/5 8.9*15*5.6 ID06

9.500 10.500 JID9500T10K5G1 23 0.40 1.20 -40~+75 20/10 12*20*9.5 ID22

10.400 11.300 JID10K4T11K3G0-B 23 0.40 1.20 -40~+75 15/5 8.9*15*7.8 ID05

10.400 11.300 JID10K4T11K3G0 23 0.50 1.20 -40~+75 15/5 8.9*15*5.6 ID06

10.400 11.300 JID10K4T11K3G1 23 0.40 1.20 -40~+75 20/10 12*20*9.5 ID22

10.700 11.950 JID10K7T12KG0-B 23 0.40 1.20 -40~+75 15/5 8.9*15*7.8 ID05

10.700 11.950 JID10K7T12KG0 23 0.50 1.20 -40~+75 15/5 8.9*15*5.6 ID06

10.700 11.950 JID10K7T12KG1 23 0.40 1.20 -40~+75 20/10 12*20*9.5 ID22

10.750 12.800 JID10K7T12K8G0 23 0.40 1.20 -40~+75 15/5 8.9*15*7.8 ID05

10.750 12.800 JID10K7T12K8G0 23 0.50 1.20 -40~+75 15/5 8.9*15*5.6 ID06

10.750 12.800 JID10K7T12K8G1 23 0.40 1.20 -40~+75 20/10 12*20*9.5 ID22

12.100 12.800 JID12K1T12K8G0 23 0.40 1.20 -40~+75 15/5 8.9*15*7.8 ID05

12.100 12.800 JID12K1T12K8G0 23 0.50 1.20 -40~+75 15/5 8.9*15*5.6 ID06

12.100 12.800 JID12K1T12K8G1 23 0.40 1.20 -40~+75 20/10 12*20*9.5 ID22

12.700 13.500 JID12KT13K5G0 23 0.40 1.20 -40~+75 15/5 8.9*15*7.8 ID05

12.700 13.500 JID12KT13K5G0 23 0.50 1.20 -40~+75 15/5 8.9*15*5.6 ID06

12.700 13.500 JID12KT13K5G1 23 0.40 1.20 -40~+75 20/10 12*20*9.5 ID22

13.750 14.500 JID13K75T14K5G2 22 0.35 1.20 -40~+75 20/15 12*20*9.5 ID22

17.200 17.900 JID17K2T17K9G0 23 0.40 1.20 -40~+75 15/5 8.9*15*7.8 ID05

17.200 17.900 JID17K2T17K9G0 23 0.50 1.20 -40~+75 15/5 8.9*15*5.6 ID06

17.200 17.900 JID17K2T17K9G1 23 0.40 1.20 -40~+75 20/10 12*20*9.5 ID22

17.300 18.100 JID17K3T18K1G0 23 0.40 1.20 -40~+75 15/5 8.9*15*7.8 ID05

17.300 18.100 JID17K3T18K1G0 23 0.50 1.20 -40~+75 15/5 8.9*15*5.6 ID06

17.300 18.100 JID17K3T18K1G1 23 0.40 1.20 -40~+75 20/10 12*20*9.5 ID22
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JQL offers customized products for specific application and frequency. Please call JQL sales engineers for details.

BROADBAND DROP-IN ISOLATOR 
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR OPERATING PWR HANDLING SIZE L*W*H PACKAGE 

F1~F2 GHz NUMBER (dB) MIN (dB) MAX MAX TEMP( ºc ) FWD/REV ( W ) (mm) CODE

2.000 4.000 JID2000T4000G1 18 0.60 1.40 0~+60 10/10 31.7*31.7*11.6 ID18

DUAL JUNCTION DROP-IN ISOLATOR 
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR OPERATING PWR HANDLING SIZE L*W*H PACKAGE 

F1 F2 NUMBER (dB) MIN (dB) MAX MAX TEMP(º c ) FWD/REV (W) (mm) CODE
0.800 0.900 JI2D0800T0900S6 40 0.70 1.25 -30~+70 100/60 55.1*31.7*6.8 ID23
0.811 0.821 JI2D0811T0821S6 50 0.50 1.20 -30~+70 100/60 55.1*31.7*6.8 ID23
0.850 0.875 JI2D0850T0875S6 50 0.50 1.20 -30~+70 100/60 55.1*31.7*6.8 ID23
0.856 0.866 JI2D0856T0866S6 50 0.50 1.20 -30~+70 100/60 55.1*31.7*6.8 ID23
0.858 0.878 JI2D0858T0878S6 50 0.50 1.20 -30~+70 100/60 55.1*31.7*6.8 ID23
0.860 0.872 JI2D0860T0872S6 50 0.50 1.20 -30~+70 100/60 55.1*31.7*6.8 ID23
0.860 0.960 JI2D0860T0960S6 40 0.70 1.25 -30~+70 100/60 55.1*31.7*6.8 ID23
0.869 0.894 JI2D0869T0894G6 50 0.50 1.20 -30~+70 100/60 55.1*31.7*6.8 ID23
0.890 0.915 JI2D0890T0915S6 50 0.50 1.20 -30~+70 100/60 55.1*31.7*6.8 ID23
0.902 0.928 JI2D0902T0928S6 50 0.50 1.20 -30~+70 100/60 55.1*31.7*6.8 ID23
0.920 0.960 JI2D0920T0960S6 40 0.60 1.20 -30~+70 100/60 55.1*31.7*6.8 ID23
0.925 0.960 JI2D0925T0960G6 50 0.50 1.20 -30~+70 100/60 55.1*31.7*6.8 ID23
0.935 0.960 JI2D0935T0960S6 50 0.50 1.20 -30~+70 100/60 55.1*31.7*6.8 ID23
0.950 0.956 JI2D0950T0956S6 50 0.50 1.20 -30~+70 100/60 55.1*31.7*6.8 ID23
1.710 1.730 JI2D1710T1730S6 50 0.50 1.20 -30~+70 100/60 50*33.4*12 ID24
1.805 1.825 JI2D1805T1825S6 50 0.50 1.20 -30~+70 100/60 50*33.4*12 ID24
1.805 1.880 JI2D1805T1880S6 40 0.70 1.25 -30~+70 100/60 50*33.4*12 ID24
1.930 1.990 JI2D1930T1990S6 50 0.50 1.20 -30~+70 100/60 50*33.4*12 ID24
2.110 2.170 JI2D2110T2170S6 50 0.50 1.20 -30~+70 100/60 50*33.4*12 ID24
2.400 2.500 JI2D2400T2500S6 40 0.70 1.25 -30~+70 100/60 50*33.4*12 ID24

SELECT-A-FREQUENCY DROP-IN ISOLATOR 
FREQUENCY (GHz) BANDWIDTH ISOLATION INS LOSS VSWR OPERATING PWR HANDLING

F1 F2 UP TO (dB) MIN (dB) MAX MAX TEMP( ºc ) FWD/REV ( W )
0.380 1.000 30MHz 25 0.30 1.20 -15~+60 100/60
0.380 1.000 30MHz 25 0.40 1.20 -15~+60 150/150
0.700 1.000 30MHz 23 0.35 1.20 -30~+70 100/60
0.800 1.200 25MHz 25 0.30 1.20 -30~+70 100/60
0.800 1.200 70MHz 23 0.30 1.20 -30~+70 100/60
0.800 1.200 200MHz 20 0.40 1.25 -30~+70 100/60
1.000 2.400 70MHz 23 0.30 1.20 -30~+70 100/60
1.000 2.400 200MHz 20 0.40 1.25 -30~+70 100/60
2.000 3.500 200MHz 25 0.30 1.20 -30~+70 100/60
2.000 3.500 400MHz 20 0.40 1.20 -30~+70 100/60
3.000 8.000 300MHz 25 0.30 1.20 -30~+70 25/10
3.000 8.000 600MHz 20 0.40 1.20 -30~+70 25/10
7.000 18.000 300MHz 25 0.30 1.20 -30~+70 15/5
7.000 18.000 1000MHz 20 0.40 1.20 -30~+70 15/5

SELECT-A-FREQUENCY DUAL JUNCTION DROP-IN ISOLATOR (HIGH ISOLATION)
FREQUENCY (GHz) BANDWIDTH ISOLATION INS LOSS VSWR OPERATING PWR HANDLING

F1 F2 UP (dB) MIN (dB) MAX MAX TEMP( ºc ) FWD/REV ( W )
0.800 1.800 25MHz 50 0.50 1.20 -30~+70 100/60
1.700 2.500 70MHz 40 0.60 1.25 -30~+70 100/60
3.500 6.500 300MHz 50 0.50 1.20 -30~+70 25/10
5.000 7.000 100MHz 50 0.50 1.20 -30~+70 15/5
7.000 18.000 500MHz 50 0.50 1.20 -30~+70 15/5
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ID01- DROP-IN ISOLATOR ID02- DROP-IN ISOLATOR

ID03- DROP-IN ISOLATOR ID04- DROP-IN ISOLATOR

ID05- DROP-IN ISOLATOR ID06- DROP-IN ISOLATOR
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ID07- DROP-IN ISOLATOR ID08- DROP-IN ISOLATOR

ID09- DROP-IN ISOLATOR ID10- DROP-IN ISOLATOR

ID11- DROP-IN ISOLATOR ID12- DROP-IN ISOLATOR



32

1231 Ranch View Court, Buffalo Grove, IL 60089 USA
Tel: 1 (888) 236-9828 or 1 (630) 930-9917  Fax: 1-630-756-0017

Website:www.jqlelectronics.com    email: sales@jqlelectronics.com

Drop-in Isolators

JQL

ID13- DROP-IN ISOLATOR ID14- DROP-IN ISOLATOR

ID15- DROP-IN ISOLATOR ID16- DROP-IN ISOLATOR

ID17- DROP-IN ISOLATOR ID18- DROP-IN ISOLATOR
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ID19- DROP-IN ISOLATOR ID20- DROP-IN ISOLATOR

ID21- DROP-IN ISOLATOR ID22- DROP-IN ISOLATOR

ID23- DROP-IN ISOLATOR ID24- DROP-IN ISOLATOR
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ID25- DROP-IN ISOLATOR
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SURFACE MOUNT CIRCULATOR
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR OPERATING PWR HANDLING CONNECTOR ROUND SIZE PACKAGE

F1~F2 GHz NUMBER (dB) MIN (dB) MAX MAX TEMP( ºc ) FWD/REV (W) TYPE dia (mm) CODE

0.800 0.900 JCM0800T0900S1 20 0.50 1.25 -30~+75 100 SMT Φ24.2 CM01

0.811 0.821 JCM0811T0821S1 21 0.35 1.20 -30~+75 100 SMT Φ24.2 CM01

0.856 0.866 JCM0925T0960S1 20 0.35 1.20 -30~+75 100 SMT Φ24.2 CM01

0.858 0.878 JCM0858T0878S1 20 0.35 1.20 -30~+75 100 SMT Φ24.2 CM01

0.860 0.872 JCM0860T0872S1 21 0.35 1.20 -30~+75 100 SMT Φ24.2 CM01

0.860 0.960 JCM0860T0960S1 18 0.50 1.25 -30~+75 100 SMT Φ24.2 CM01

0.860 0.894 JCM0860T0894S1 21 0.35 1.20 -30~+75 100 SMT Φ24.2 CM01

0.869 0.894 JCM0869T0894S1 23 0.35 1.20 -30~+75 100 SMT Φ24.2 CM01

0.890 0.915 JCM0890T0915S1 21 0.35 1.20 -30~+75 100 SMT Φ24.2 CM01

0.902 0.928 JCM0902T0928S1 20 0.35 1.20 -30~+75 100 SMT Φ24.2 CM01

0.920 0.960 JCM0920T0960S1 23 0.35 1.20 -30~+75 100 SMT Φ24.2 CM01

0.925 0.960 JCM0925T0960S1 23 0.35 1.20 -30~+75 100 SMT Φ24.2 CM01

0.935 0.960 JCM0935T0960S1 21 0.35 1.20 -30~+75 100 SMT Φ24.2 CM01

0.950 0.956 JCM0950T0956S1 23 0.35 1.20 -30~+75 100 SMT Φ24.2 CM01

1.710 1.730 JCM1710T1730S1 21 0.35 1.20 -30~+75 100 SMT Φ18.2 CM02

1.805 1.825 JCM1805T1825S1 20 0.35 1.20 -30~+75 100 SMT Φ18.2 CM02

1.805 1.880 JCM1805T1990S1 23 0.35 1.20 -30~+75 100 SMT Φ18.2 CM02

1.930 1.990 JCM1930T1990S1 23 0.35 1.20 -30~+75 100 SMT Φ18.2 CM02

2.110 2.170 JCM2110T2170S1 23 0.35 1.20 -30~+75 100 SMT Φ18.2 CM02

2.400 2.500 JCM2400T2500S1 20 0.35 1.20 -30~+75 30 SMT Φ18.2 CM02

3.400 3.600 JCM3400T3600S1 20 0.50 1.20 -30~+75 30 SMT Φ18.2 CM02

Surface Mount Circulator Package Outline Drawings

• PCS, DCS, CDMA, UMTS Band, RFID Design

• Compact Package Design for PC Board Applications

• High Isolation, Low Insertion Loss

• High Power Handling

• PCB Soldering Re-flow 

• Wide Operation Temperature Range

• Custom Design Available Upon Request  

CM01- SURFACE MOUNT CIRCULATOR CM02- SURFACE MOUNT CIRCULATOR
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SURFACE MOUNT ISOLATOR 
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR OPERATING PWR HANDLING CONNECTOR ROUND SIZE PACKAGE

F1~F2 GHz NUMBER (dB) MIN (dB) MAX MAX TEMP( ºc ) FWD/REV (W) TYPE dia (mm) CODE

0.800 0.900 JIM0800T0900S1 20 0.50 1.25 -30~+75 100/10 SMT Φ24.2 IM01

0.811 0.821 JIM0811T0821S1 21 0.35 1.20 -30~+75 100/10 SMT Φ24.2 IM01

0.856 0.866 JIM0925T0960S1 20 0.35 1.20 -30~+75 100/10 SMT Φ24.2 IM01

0.858 0.878 JIM0858T0878S1 20 0.35 1.20 -30~+75 100/10 SMT Φ24.2 IM01

0.860 0.872 JIM0860T0872S1 21 0.35 1.20 -30~+75 100/10 SMT Φ24.2 IM01

0.860 0.960 JIM0860T0960S1 18 0.50 1.25 -30~+75 100/10 SMT Φ24.2 IM01

0.860 0.894 JIM0860T0894S1 21 0.35 1.20 -30~+75 100/10 SMT Φ24.2 IM01

0.869 0.894 JIM0869T0894S1 23 0.35 1.20 -30~+75 100/10 SMT Φ24.2 IM01

0.890 0.915 JIM0890T0915S1 21 0.35 1.20 -30~+75 100/10 SMT Φ24.2 IM01

0.902 0.928 JIM0902T0928S1 20 0.35 1.20 -30~+75 100/10 SMT Φ24.2 IM01

0.920 0.960 JIM0920T0960S1 23 0.35 1.20 -30~+75 100/10 SMT Φ24.2 IM01

0.925 0.960 JIM0925T0960S1 23 0.35 1.20 -30~+75 100/10 SMT Φ24.2 IM01

0.935 0.960 JIM0935T0960S1 21 0.35 1.20 -30~+75 100/10 SMT Φ24.2 IM01

0.950 0.956 JIM0950T0956S1 23 0.35 1.20 -30~+75 100/10 SMT Φ24.2 IM01

1.710 1.730 JIM1710T1730S1 21 0.35 1.20 -30~+75 100/10 SMT Φ18.2 IM02

1.805 1.825 JIM1805T1825S1 20 0.35 1.20 -30~+75 100/10 SMT Φ18.2 IM02

1.805 1.880 JIM1805T1990S1 23 0.35 1.20 -30~+75 100/10 SMT Φ18.2 IM02

1.930 1.990 JIM1930T1990S1 23 0.35 1.20 -30~+75 100/10 SMT Φ18.2 IM02

2.110 2.170 JIM2110T2170S1 23 0.35 1.20 -30~+75 100/10 SMT Φ18.2 IM02

2.400 2.500 JIM2400T2500S1 20 0.35 1.20 -30~+75 30/10 SMT Φ18.2 IM02

3.400 3.600 JIM3400T3600S1 20 0.50 1.20 -30~+75 30/10 SMT Φ18.2 IM02

Surface Mount Isolator Package Outline Drawings

JQL offers customized products for specific application and frequency. Please call JQL sales engineers for details.

IM01- SURFACE MOUNT ISOLATOR IM02- SURFACE MOUNT ISOLATOR
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WAVEGUIDE CIRCULATOR
FREQUENCY (GHz) MODEL BANDWIDTH ISOLATION INS LOSS VSWR OPERATING SIZE L*W*H WAVEGUIDE PACKAGE

F1 F2 NUMBER UP TO (MHz) (dB) MIN (dB) MAX MAX TEMP( ºc ) (mm) TYPE CODE
7.700 8.400 JCWR112-60 FULL 25 0.30 1.20 -40~+80 60*65*47.8 WR112 CW01

8.000 12.400 JCWR90-27
100 35 0.20 1.10

-40~+80 27*46.5*42 WR90 CW02
500 25 0.30 1.15

8.000 12.400 JCWR90-48 1000 23 0.30 1.15 -40~+80 48*53*42 WR90 CW03

10.000 16.000 JCWR75-42
300 26 0.20 1.10

-40~+80 42*48*38 WR75 CW04
1000 25 0.30 1.15

12.400 18.000 JCWR62-40
500 25 0.30 1.15

-40~+80 40*40*33.3 WR62 CW05
1000 23 0.40 1.20

14.500 22.000 JCWR51-14D5 1000 23 0.30 1.20 -40~+80 32*35*30.2 WR51 CW06
18.500 26.500 JCWR42-18D5 2000 0.4 20.00 1.25 -40~+80 22.2*31.75*22.4 WR42 CW07

18.500 26.500 JCWR42-24
1000 23 0.30 1.20

-40~+80 24*27*22.4 WR42 CW08
2000 20 0.40 1.25

21.700 33.000 JCWR34-22D3 1000 23 0.30 1.20 -40~+80 22.3*27*21.2 WR34 CW09

26.500 40.000 JCWR28-10
500 25 0.30 1.15

-40~+80 10*24.5*19.1 WR28 CW10
1000 20 0.30 1.25

26.500 40.000 JCWR28-15 1000 23 0.30 1.20 -40~+80 15*25.4*19.1 WR28 CW11
26.500 40.000 JCWR28-8 1000 20 0.30 1.25 -40~+80 8*16*23 WR28 CW12

26.500 40.000 JCWR28-21
500 25 0.30 1.15

-40~+80 21*24*19.1 WR28 CW13
1000 23 0.30 1.20

32.900 50.100 JCWR22-19
1000 23 0.60 1.20

-40~+80 19*20*19.1 WR22 CW14
2000 20 0.60 1.25

39.200 59.600 JCWR18-10
1000 23 0.60 1.20

-40~+80 10*24.5*19.1 WR18 CW15
2000 20 0.60 1.25

39.200 59.600 JCWR18-19
1000 23 0.60 1.20

-40~+80 19*19.1*19.1 WR18 CW16
2000 20 0.60 1.25

60.500 91.900 JCWR14-12D7
500 20 0.60 1.25

-40~+80 12.7*23*19.1 WR14 CW17
1000 18 1.00 1.30

84.000 100.000 JCWR10-10
1000 23 0.80 1.20

-40~+80 10*25*19.1 WR10 CW18
2000 18 1.00 1.30

26.500 40.000 JCWR28-10Y
1000 23 0.30 1.20 -40~+80

10*30.2*909 WR28 CW19
2000 20 0.40 1.25 -40~+80

HIGH POWER WAVEGUIDE CIRCULATOR
FREQUENCY (GHz) MODEL BANDWIDTH ISOLATION INS LOSS VSWR OPERATING SIZE L*W*H WAVEGUIDE POWER PACKAGE

F1 F2 NUMBER UP TO (MHz) (dB) MIN (dB) MAX MAX TEMP( c ) (mm) TYPE (W)  CODE
7.800 8.400 JCWR112-6-HP FULL 23 0.40 1.25 -55~+85 60*65*47.8 WR112 350 CW20
9.400 9.800 JCWR90-36-HP FULL 40 0.40 1.15 -40~+80 36*90*33 WR90 150 CW21

• Broad Selection of Frequency and Bandwidth 

(7.7Ghz-120Ghz, from 3% to Full Bandwidth)

• Military, Space and Commercial Applications

• High Power Design

• High Isolation, Low Insertion Loss

• Wide Operation Temperature Range

• Custom Design Available Upon Request
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CW 21

CW 19 WAVEGUIDE
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CIRCULATOR

CW 20

CIRCULATOR

WAVEGUIDE
CIRCUALTOR
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WAVEGUIDE ISOLATOR
FREQUENCY (GHz) MODEL BANDWIDTH ISOLATION INS LOSS VSWR OPERATING SIZE L*W*H WAVEGUIDE PACKAGE

F1 F2 NUMBER UP TO (MHz) (dB) MIN (dB) MAX MAX TEMP( ºc ) (mm) TYPE CODE
4.400 5.000 JIWR187-112 300 28 0.30 1.08 0~+55 112*71*45 WR187 IW01
7.700 8.400 JIWR112-36 FULL 23 0.30 1.20 -40~+80 36*75.5*48 WR112 IW02

8.000 12.400 JIWR90-28
300 30 0.20 1.15

-40~+80 28*56*42 WR90 IW03
1000 23 0.30 1.20

10.000 11.000 JIWR90-70 FULL 20 0.40 1.15 -40~+80 70*42*42 WR90 IW04

10.000 16.000 JIWR75-25
500 25 0.25 1.15

-40~+80 25*52*38 WR75 IW05
1000 30 0.20 1.15

12.400 18.000 JIWR62-21
500 25 0.30 1.15

-40~+80 21*52*33.3 WR62 IW06
1000 23 0.20 1.15

9.000 12.400 JIWR90-12D7
300 25 0.40 1.20

-40~+80 12.7*48.5*42 WR90 IW07
1000 20 0.50 1.25

10.000 16.000 JIWR75-12D7 300 25 0.30 1.20 -40~+80 12.7*43*38 WR75 IW08
12.400 18.000 JIWR62-12D7 500 23 0.30 1.20 -40~+80 12.7*38.3*33.3 WR62 IW09
14.500 22.000 JIWR51-15 1000 25 0.30 1.20 -40~+80 15*40*33.3 WR51 IW10

18.500 26.500 JIWR42-12D7
500 28 0.30 1.15

-40~+80 12.7*32*22.4 WR42 IW11
1000 23 0.40 1.20

17.600 26.700 JIWR42-12D7A 2000 20 0.50 1.25 -40~+80 12.7*31.75*23.6 WR42 IW12
17.600 26.700 JIWR42-9D5 2000 18 0.40 1.30 -40~+80 9.5*31.75*22.4 WR42 IW13
21.700 33.000 JIWR34-12D7 1000 23 0.30 1.20 -40~+80 12.7*32*21.1 WR34 IW14

26.500 40.000 JIWR28-10
1000 25 0.30 1.20 -40~+80

10*28*19.1 WR28 IW15
2000 20 0.40 1.25 -40~+80

26.500 40.000 JIWR28-12D7 3000 20 0.40 1.25 -40~+80 12.7*31.75*19.1 WR28 IW16
26.500 40.000 JIWR28-5D 1000 20 0.50 1.20 -40~+80 5*25.4*19.1 WR28 IW17

32.900 50.100 JIWR22-10
1000 25 0.60 1.20 -40~+80

10*26*19.1 WR22 IW18
2000 23 0.60 1.25 -40~+80

39.200 59.600 JIWR18-10
1000 25 0.60 1.20 -40~+80

10*25.5*19.1 WR18 IW19
2000 23 0.60 1.25 -40~+80

60.500 91.900 JIWR14-12D7
500 23 0.60 1.20 -40~+80

12.7*23*19.1 WR14 IW20
1000 20 1.00 1.25 -40~+80

84.000 100.000 JIWR10-10
1000 25 0.80 1.25 -40~+80

10*22*19.1 WR10 IW21
2000 20 1.00 1.30 -40~+80

JQL offers customized products for specific application and frequency. Please call JQL sales engineers for details.

• Broad Selection of Frequency and Bandwidth 

(4.4Ghz-120Ghz, from 3% to Full Bandwidth)

• Military, Space and Commercial Applications

• High Power Design

• High Isolation, Low Insertion Loss

• Wide Operation Temperature Range

• Custom Design Available Upon Request
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IW 01 WAVEGUIDE ISOLATOR IW 02 WAVEGUIDE ISOLATOR

IW 03 WAVEGUIDE ISOLATOR IW 04 WAVEGUIDE ISOLATOR

IW 05 WAVEGUIDE ISOLATOR IW 06 WAVEGUIDE ISOLATOR
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IW 13 WAVEGUIDE ISOLATOR IW 14 WAVEGUIDE ISOLATOR

IW 15 WAVEGUIDE ISOLATOR IW 16 WAVEGUIDE ISOLATOR

IW 17 WAVEGUIDE ISOLATOR IW 18 WAVEGUIDE ISOLATOR
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Iso-Adapter Package Outline Drawings

ISO-ADAPTER
FREQUENCY (GHz) MODEL BANDWIDTH ISOLATION INS LOSS VSWR SIZE L*W*H CONNECTOR WAVEGUIDE PACKAGE

F1 F2 NUMBER UP TO (MHz) (dB) MIN (dB) MAX MAX (mm) TYPE TYPE CODE
4.400 5.000 JISO187-C58 500 25 0.30 1.20 58*45*71 SMA WR187 ISO-01
7.200 8.500 JISO112-C50 300 25 0.30 1.15 50*48*48 SMA WR112 ISO-02
8.800 9.700 JISO90-C36 900 25 0.30 1.20 36*42*42 SMA WR90 ISO-03
8.000 9.700 JISO90-C40 900 25 0.30 1.20 40*42*42 SMA WR90 ISO-04

10.700 12.800 JISO75-C30D2 FULL 22 0.40 1.20 30.2*38*38 SMA WR75 ISO-05
12.700 14.500 JISO75-C36 800 25 0.30 1.20 36*38*38 SMA WR75 ISO-06

12.400 18.000 JISO62-C49
100 30 0.30 1.10

49*25*33 SMA WR62 ISO-07
500 25 0.30 1.15

12.400 18.000 JISO62-C26 FULL 25 0.30 1.20 26*37*33 SMA WR62 ISO-08

4.400 5.000 JISO187-88RC9
100 30 0.30 1.10

88.9*60.7*70.8 REMOVABLE SMA WR187 ISO-09
500 25 0.30 1.15

• Broad Selection of Frequency and Bandwidth 

(4.4Ghz-18Ghz, from 3% to Full Bandwidth)

• Military, Space and Commercial Applications

• High Power Design

• High Isolation, Low Insertion Loss

• Wide Operation Temperature Range

• Custom Design Available Upon Request

ISO - 01 - ISO-ADAPTER ISO - 02 - ISO-ADAPTER
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ISO - 09 - ISO-ADAPTER
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MICROSTRIP CIRCULATOR
FREQUENCY (GHz) MODEL BANDWIDTH ISOLATION INS LOSS VSWR POWER TEMP SIZE L*W*H PACKAGE

F1 F2 NUMBER (MHz) (dB) MIN (dB) MAX MAX (W) ( ºc ) (mm) CODE
5.150 5.350 JCS5150T5350 FULL 20 0.5 1.25 5 -10~+70 12*11*3 IS01
5.900 7.100 JCS5900T7100 FULL 16 0.6 1.40 5 -10~+70 11.9*10.7*3.8 IS01
8.500 9.500 JCS8500T9500 FULL 20 0.5 1.25 5 -30~+70 8*8*3 IS02
8.800 9.800 JCS8800T9800 FULL 18 0.6 1.30 5 -30~+70 6*7.5*3.7 IS02
9.000 10.000 JCS9000T10K0 FULL 20 0.5 1.20 5 -30~+70 7.5*6*3.5 IS02

10.700 11.700 JCS10K7T11K7 FULL 20 0.5 1.25 5 -30~+70 7*7*3 IS02

MICROSTRIP ISOLATOR
FREQUENCY (GHz) MODEL BANDWIDTH ISOLATION INS LOSS VSWR POWER TEMP SIZE L*W*H PACKAGE

F1 F2 NUMBER (MHz) (dB) MIN (dB) MAX MAX FWD/REV (W) ( ºc ) (mm) CODE
5.150 5.350 JIS5150T5350 FULL 20 0.5 1.25 5/5 -10~+70 12*11*3 IS01
5.900 7.100 JIS5900T7100 FULL 16 0.6 1.40 5/5 -10~+70 11.9*10.7*3.8 IS01
8.500 9.500 JIS8500T9500 FULL 20 0.5 1.25 5/5 -30~+70 8*8*3 IS02
8.800 9.800 JIS8800T9800 FULL 18 0.6 1.30 5/5 -30~+70 6*7.5*3.7 IS02
9.000 10.000 JIS9000T10K0 FULL 20 0.5 1.20 5/5 -30~+70 7.5*6*3.5 IS02

10.700 11.700 JIS10K7T11K7 FULL 20 0.5 1.25 5/5 -30~+70 7*7*3 IS02

JQL offers customized products for specific application and frequency. Please call JQL sales engineers for details.

• Available for 5Ghz-12Ghz

• Low Profile, Compact Design

• High Isolation, Low Insertion Loss

• Military, Spaces and Commercial Applications 

• Wide Operation Temperature Range 

• Custom Design Available Upon Request

ISO1 - MICROSTRIP ISO1 - MICROSTRIP
CIRCULATOR / ISOLATOR CIRCULATOR / ISOLATOR
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JQL Directional Coupler Package Outline Drawings

DIRECTIONAL COUPLER

FREQUENCY (GHz) MODEL FREQUENCY COUPLING DIRECTIVITY VSWR POWER NOMINAL OPERATING SIZE L*W*H CONNECTOR PACKAGE 

F1 F2 NUMBER SENSITIVITY (dB) (dB) (dB) MIN MAX HANDLING (W) IMPEDANCE (Ω) TEMP (ºc) (mm) TYPE CODE

0.800~2.500

HDC0800T2500C5N10 3.0 Max 5±1

20 1.30 100 50 -30~+60 120*40*16.5 SMA or N DC01

HDC0800T2500C7N10 1.4 Max 7±1

HDC0800T2500C10N10 0.8 Max 10±1

HDC0800T2500C15N10 0.3 Max 15±1

HDC0800T2500C20N10 0.1 Max 20±1

HDC0800T2500C30N10 0.1 Max 30±1

1.710~2.500

HDC1710T2500C5N10 2.0 Max 5±0.5

20 1.30 50 50 -30~+60 57*28*24 SMA or N DC02

HDC1710T2500C7N10 1.3 Max 7±0.5

HDC1710T2500C10N10 0.7 Max 10±0.5

HDC1710T2500C15N10 0.3 Max 15±0.6

HDC1710T2500C20N10 0.3 Max 20±0.7

JQL offers customized products for specific application and frequency. Please call JQL sales engineers for details.

• High Directivity

• High Power Handling

• High Isolation

• SMA or N Connectors

• Wireless Applications

• Wide Operation Temperature Range

• Custom Design Available Upon Request

DCO1 - DIRECTIONAL COUPLER DC02 - DIRECTIONAL COUPLER
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JQL offers customized products for specific application and frequency. Please call JQL sales engineers for details.

POWER DIVIDER (WITHOUT ISOLATION)
FREQUENCY (GHz) MODEL PORTS INS LOSS VSWR POWER AMPLITUDE PHASE OPERATING SIZE L*W*H CONNECTOR PACKAGE 

F1 F2 NUMBER WAYS (dB) MAX  MAX (W) BALANCE (dB) BALANCE (º) TEMP (ºc) (mm) TYPE CODE

0.800~2.500

HPD0800T2500D2N10 1 TO 2

0.30 1.30 100 ±0.3 ±5 -30~+60

Φ16*177

SMA or N

PD01

HPD0800T2500D3N10 1 TO 3 Φ16*192 PD02

HPD0800T2500D4N10 1 TO 4 212*27*27 PD03

1.710~2.500

HPD1710T2500D2N10 1 TO 2

0.30 1.25 100 ±0.3 ±5 -30~+60

Φ16*115

SMA or N

PD04

HPD1710T2500D3N10 1 TO 3 Φ16*130 PD05

HPD1710T2500D4N10 1 TO 4 95*27*27 PD06

POWER DIVIDER ( ISOLATION)
FREQUENCY 

(GHz) MODEL PORTS INS LOSS VSWR ISOLATION POWER AMPLITUDE PHASE OPERATING SIZE L*W*H CONNECTOR

F1 F2 NUMBER WAYS (dB) MAX  MAX (dB) (W) BALANCE (dB) BALANCE (º) TEMP (ºc) (mm) TYPE

1.710~2.500 HPDR1710T2500D2N10 1 TO 2 0.30 1.25 22.00 100 ±0.3 ±5 -30~+60 91*53*20 SMA or N

• SMA or N Connector Options

• Available For 2 Way, 3 Way and 4 Way

• High Power Handling

• High Isolation, Low Insertion Loss

• Custom Design Available Upon Request

PDO1 - POWER DIVIDER / SPLITTER PDO2 - POWER DIVIDER / SPLITTER
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PDO3 - POWER DIVIDER / SPLITTER PDO4 - POWER DIVIDER / SPLITTER

PDO5 - POWER DIVIDER / SPLITTER PDO6 - POWER DIVIDER / SPLITTER
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JQL offers customized products for specific application and frequency. Please call JQL sales engineers for details.

COMBINER

FREQUENCY (GHz) MODEL PORTS ISOLATION INS LOSS REV LOSS POWER AMPLITUDE SIZE L*W*H CONNECTOR PACKAGE 

F1 F2 NUMBER (dB) MIN (dB) MAX (dB) (W) UNEQUILBRIUM (mm) TYPE CODE

0.869 0.894 HPC2-0869T0894-10 2 TO 1 50 3.55 -22 2*100 ±0.15dB 96.8*105*23.5 SMA or N PC01

0.925 0.950 HPC2-0925T0950-10 2 TO 1 50 3.60 -22 2*100 ±0.15dB 96.8*105*23.5 SMA or N PC01

0.935 0.960 HPC2-0935T0960-5 2 TO 1 50 3.55 -22 2*50 ±0.15dB 96.8*105*23.5 SMA or N PC01

0.935 0.960 HPC2-0935T0960-10 2 TO 1 50 3.55 -22 2*100 ±0.15dB 96.8*105*23.5 SMA or N PC01

0.935 0.960 HPC4-0935T0960-10 4 TO 1 50 6.80 -22 4*100 ±0.15dB 216.9*175*24.5 SMA or N PC02

1.200 1.520 HPC2-1420T1520-2 2 TO 1 20 0.40 -19 2*20 ±0.15dB 32*48*15 SMA PC03

1.805 1.880 HPC2-1805T1880-5 2 TO 1 50 3.65 -22 2*50 ±0.15dB 96.8*105*23.5 SMA or N PC01

1.805 1.880 HPC2-1805T1880-10 2 TO 1 50 3.70 -22 2*100 ±0.15dB 96.8*105*23.5 SMA or N PC01

1.900 1.920 HPC2-1900T1920-3 2 TO 1 50 3.55 -22 2*30 ±0.15dB 80*61*20 SMA or N PC04

• High Power Handling

• High Isolation, Low Insertion Loss

• Available for 2 to 1, 4 to 1

• Wireless Applications

• Wide Operation Temperature Range

• Custom Design Available Upon Request

PC01 - POWER COMBINER

Power Combiners
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Power Combiners

PC02 - POWER COMBINER

PC03 - POWER COMBINER

PC04 - POWER COMBINER
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JQL offers customized products for specific application and frequency. Please call JQL sales engineers for details.

3dB HYBRID
FREQUENCY (GHz) MODEL ISOLATION INS LOSS VSWR AMPLITUDE PHASE POWER OPERATING CONNECTOR

F1 F2 NUMBER MIN (dB) MAX (dB) MAX BALANCE (dB) BALANCE (º) HANDLING (W) TEMP (ºc) TYPE
1.880 1.92 HHB1880T1920N10 25 0.30 1.20 ±0.2 90±1.5 100 -25~+55 SMA or N

Waveguide to Coaxial Adapters

WAVEGUIDE TO COAXIAL ADAPTER
FREQUENCY (GHz) MODEL BANDWIDTH INS LOSS VSWR SIZE L*W*H CONNECTOR WAVEGUIDE

F1 F2 NUMBER UP TO (MHz) (dB) MAX MAX (mm) TYPE TYPE
5.000 5.800 JCWA187-58 200 0.10 1.15 58*89*64 SMA or N WR187
6.000 7.800 JCWA137-44 200 0.10 1.15 44*58*39 SMA or N WR137
7.700 8.500 JCWA112-35 200 0.10 1.15 35*48*48 SMA or N WR112
8.800 12.000 JCWA90-25 300 0.10 1.15 25*42*42 SMA WR90

10.000 16.000 JCWA75-18 300 0.10 1.15 18*38*38 SMA WR75
10.500 16.000 JCWA75-25 400 0.10 1.15 25*38*38 SMA WR75
12.700 18.000 JCWA62-20 500 0.10 1.15 20*33*33 SMA WR62

Custom Design Upon Request

• Coaxial to Waveguide Adapter

• Waveguide to Coaxial Adapters

• High Performance, Low Insertion Loss

• Wide Operation Temperature Range

• Custom Design Upon Request
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CERAMIC FILTER 
FREQUENCY PASS BAND MODEL INS LOSS PASSBAND VSWR REJECTION TYPE Section SIZE L*W*H
CENTER (fo 

MHz)
(MHz) NUMBER (dB) MAX

RIPPLE (dB) 
MAX

MAX (dB) @ MHz (mm)

558.0 ±7.5 FPD-LJT558MA 3.0 0.50 2 15 @ fo ± 15 DROP-IN N/A 17.6*13*6.5
600.0 ±7.5 FPD-LJT600MA 3.0 0.50 2 15 @ fo ± 15 DROP-IN N/A 17.6*13*6.5
660.0 ±9 @ 3dB FPC-660 4.0 0.80 1.5 60 @ fo ± 40 COAXIAL 5 55*23*14
700.0 ±9 @ 3dB FPC-700 4.0 0.80 1.5 30 @ fo ± 40 COAXIAL 5 55*23*14
755.0 ±5 @ 1dB FPS-755 5.0 1.00 1.5 45 @ fo ± 55 SMT 5 22.2*19*7
836.5 ±12.5 FPD-LJT836MA 3.5 1.00 2.0 30 @ fo ± 32.5 DROP-IN 5 34*12*6.5
881.5 ±12.5 FPD-LJT881MA 3.5 1.10 2.0 30 @ fo ± 32.5 DROP-IN 5 34*12*6.5

886 OR 931 ±1 FPD-JSG886/931MA 3.2 0.50 2.0 24 @ fo ± 45 DROP-IN 4 16.95*9*3.2
886 OR 931 ±0.5 FPD-JSG886/931MB 2.4 0.50 2.0 25 @ fo ± 45 DROP-IN 4 16.95*9*3.2

900.0 FPS-900 5.0 1.00 1.2 60 @ fo ± 100 SMT 5 22.2*18*7
902.0 ±12.5 FPD-LJT902MA 2.7 1.00 2.0 23 @ fo ± 32.5 DROP-IN 4 32*14.5*8.0

902.5 ±12.5 FPD-LJT902MB2 2.0 0.80 2.0
13 @ fo ± 32.5

DROP-IN N/A 21*13*7
7 @ fo ± 22.5

903 OR 927 ±1 FPD-JSG903/927MA 3.2 0.50 2.0 24 @ fo ± 45 DROP-IN 4 16.95*9*3.2
903 OR 927 ±0.5 FPD-JSG903/927MB 2.4 0.50 2.0 25 @ fo ± 45 DROP-IN 4 16.95*9*3.2

914.5 OR 959.5 ±1 FPD-JSG914/959MA 3.2 0.50 2.0 24 @ fo ± 45 DROP-IN 4 16.95*9*3.2
914.5 OR 959.5 ±0.5 FPD-JSG914/959MB 2.4 0.50 2.0 25 @ fo ± 45 DROP-IN 4 16.95*9*3.2

916.0 ±5.5 FPD-LJT916MA 2.2 0.50 2.0 23 @ fo ± 15 DROP-IN N/A 17.6*13*6.5
947.0 ±12.5 FPD-LJT947MA 2.7 1.00 2.0 23 @ fo ± 32.5 DROP-IN 4 32*14.5*8.0

947.5 ±12.5 FPD-LJT947MB2 2.0 0.80 2.0
12.5 @ fo ± 32.5

DROP-IN N/A 21*13*7
6 @ fo ± 22.5

1000.0 ±10 FPD-LJT1000MA 3.5 1.00 2.0 40 @ fo ± 60 DROP-IN 4 32*14.5*8.0
1100.0 ±10 FPD-LJT1100MA 3.5 1.00 2.0 40 @ fo ± 60 DROP-IN 4 32*14.5*8.0
1100.0 FPS-1100 5.0 1.5 60 @ fo ± 100 SMT 5 22.2*15*7
1400.0 ±100 FPS-1400 5.0 1.00 1.5 50 @ fo ± 200 SMT 4 16.5*17*7

1575.42 ±1 FPD-1575MA 3.5 0.50 2.0 20 @ fo ± 50 DROP-IN 2 7.3*4.1*2

1700.0 ±100 FPC-1700 0.8 0.80 1.5
20 @1.5GHz

COAXIAL 5 60.5*25*14
20 @ 1.9GHz

BUILD-YOUR-OWN CERAMIC FILTER
FREQUENCY (MHz) 3 dB % VSWR IMPEDANCE SECTION VIBRATION OPERATING CONNECTOR

F1~F2 BANDWIDTH MAX  (Ω) # TEMP( ºc ) TYPE

500 3000 1.0~10 1.5 50.00 2~6 10 G’s, 
10~2000Hz -30~+70 SMA, SMB, CMX or RF PIN

• From 0.5Ghz To 3Ghz

• Ceramic Technology

• SMA,SMB,CMX Connectors or RF Pins

• Low Insertion Loss

• Good Temperature Stability

• Custom Design Available.(See build-your-own 

filter section below)






