
Features
■ Size: 8 mm diameter, 10 mm length
■ High current rating
■  Low capacitance and insertion loss
■  Fail-short option available
■ RoHS compliant*
■            UL Recognized

Applications
■ Telecommunications equipment
■ Industrial equipment/electronics
■  Consumer electronics 

Characteristics

2046 Series Heavy-Duty 3-Electrode Gas Discharge Tube

Test Methods per ITU-T K.12 and IEC 61643-311.

Characteristic
Model No.

2046-09 2046-14 2046-20 2046-23 2046-25
DC Sparkover ±20 % @ 100 V/s 90 V 145 V 200 V 230 V 250 V
Impulse Sparkover (1)

100 V/μs
1000 V/μs

< 600 V
< 700 V

< 500 V
< 700 V

< 500 V
< 700 V

< 600 V
< 700 V

< 600 V
< 700 V

Insulation Resistance (IR) (2) ....................................50 / 100 / 250 Vdc  ................................................. > 10 GΩ
Glow Voltage ...........................................................10 mA ..................................................................... ~ 70 V
Arc Voltage ..............................................................1 A .......................................................................... ~ 10 V
Glow-Arc Transition Current .................................................................................................................... < 1 A
Maximum Capacitance ............................................1 MHz ..................................................................... < 2 pF
Maximum Impulse Discharge Current .....................20,000 A, 8/20 μs ................................................... 1 operation

snoitarepo01..................................................sμ02/8,A000,01
Nominal Alternating Discharge Current ...................20 A, 50 Hz, 1 second ............................................ 1 operation
Impulse Life .............................................................200 A 10/1000 μs  .................................................. 130 operations
DC Holdover Voltage (3) ........................................................................................................................... < 150 ms 
Operating Temperature ............................................................................................................................ -30 to +85 ºC
Storage Temperature ............................................................................................................................... -40 to +115 °C
Climatic Category (IEC 60068-1)............................................................................................................. 40 / 90 / 21
Notes:
• UL Recognized component, UL File E153537.
• At delivery AQL 0.65, level II DIN ISO 2859
• Line to Line voltage is approximately 1.8 to 2 times the stated Line to Ground voltage.
• Discharge current rating is total current equally divided between Each Line To Ground (ELTG).

(2) DC Sparkover Voltage IR Measuring Voltage
V05V09

 145–400 V 100 V
 420–600 V 250 V

(3)  Network Applied
 DC Sparkover Voltage DC Holdover Voltage
 90–145 V 52 V
 200–250 V 135 V
 350–600 V 150 V
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Characteristic
Model No.

2046-35 2046-40 2046-42 2046-47 2046-60
DC Sparkover ±20 % @ 100 V/s 350 V 400 V 420 V 470 V 600 V
Impulse Sparkover (1)

100 V/μs
1000 V/μs

< 700 V
< 800 V

< 800 V
< 900 V

< 800 V
< 900 V

< 900 V
< 1000 V

< 1000 V
< 1100 V

(1)  Impulse Sparkover voltage is defi ned as typical values of distribution.

Specifications are subject to change without notice. Users should verify actual device performance in their specific 
applications. The products described herein and this document are subject to specific legal disclaimers as set forth on the 
last page of this document, and at www.bourns.com/docs/legal/disclaimer.pdf.

WARNING  Cancer and Reproductive Harm 
www.P65Warnings.ca.gov

*RoHS Directive 2015/863, Mar 31, 2015 and Annex. 



2046 Series Heavy-Duty 3-Electrode Gas Discharge Tube

Packaging Specifi cations
Model 2046 ships standard bulk pack, 100 pieces per tray; 5 trays 
per inner box; 2 inner boxes per outer pack (1K units).

Product Dimensions

How to Order
2046  -  xx  -  xx  (F)  LF

Model Number Designator
Voltage (Divided by 10)
 09 = 90 V 35 = 350 V
 14 = 145 V 40 = 400 V
 20 = 200 V 42 = 420 V
 23 = 230 V 47 = 470 V
 25 = 250 V 60 = 600 V   
Leads
 A =  No leads/Cassette Applications
 C2 = 1.0 mm dia., 4.4 mm spacing
Fail-Short Option
 (Blank) = None
 F = Fail-Short Device (Optional)
RoHS Compliancy
 LF = RoHS Compliant Product
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8.0 +0.2/-0.8
(.315 + .008/-.031)

DIA.

7.5 ± 0.5
(.295 ± .020)

1.0 ± 0.05
(.039 ± .002)

DIA.

4.4 ± 0.4
(.173 ± .016)

4.4 ± 0.4
(.173 ± .016)

10.0 ± 0.5
(.394 ± .020)

13.4 +0.8/-0.5
(.528 +.031/-.020)

2046-xx-C2
1.0 mm dia. lead wire

2046-xx-A 2046-xx-C2F
FAIL-SHORT CONFIGURATION

10.0 ± 0.5
(.394 ± .020)

8.0 +0.2/-0.8
(.315 + .008/-.031)

DIA.

DIMENSIONS: MM
 (INCHES)

Specifications are subject to change without notice.
Users should verify actual device performance in their specific applications. 
The products described herein and this document are subject to specific legal disclaimers as set forth on the last page of this document, and at www.bourns.com/docs/legal/disclaimer.pdf.
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Legal Disclaimer Notice

This legal disclaimer applies to purchasers and users of Bourns® products manufactured by or on behalf of Bourns, Inc. and 

Unless otherwise expressly indicated in writing, Bourns® products and data sheets relating thereto are subject to change 

and complete before placing orders for Bourns® products.

The characteristics and parameters of a Bourns® product set forth in its data sheet are based on laboratory conditions, and 
statements regarding the suitability of products for certain types of applications are based on Bourns’ knowledge of typical 
requirements in generic applications.  The characteristics and parameters of a Bourns®

® product with other components 
® 

the actual performance of the Bourns®

 

® product as meeting the requirements of a particular industry 

®

of Bourns® products are responsible for ensuring compliance with safety-related requirements and standards applicable to 

Bourns®

on a case-by-case basis, use of any Bourns®

®

®

® 

®

Bourns®

® standard products that are suitable for use in aircraft 

® standard 

the user’s sole risk.

® custom products shall be negotiated on a case-by-case basis by Bourns 
and the user for which such Bourns®

® standard products shall 
also apply to such Bourns® custom products.

Users shall not sell, transfer, export or re-export any Bourns®

Bourns®

 
® products and Bourns technology and technical data may not under any circumstance be 

exported or re-exported to countries subject to international sanctions or embargoes.  Bourns® products may not, without 
 

bilingual versions are available at:
Web Page: http://www.bourns.com/legal/disclaimers-terms-and-policies
         PDF: http://www.bourns.com/docs/Legal/disclaimer.pdf


