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B2911308
Cable gland kit, 3.4 - 4.2

For round cable diameter 3.4 - 4.2 mm. The resilient grommet serves as kink protection and is stabilised by the
fixing element in the enclosure. Integrated strain relief with screwed clamping element.

Supply
Elastic cable gland, fixing element, clamping plate, 2 selftapping screws

TECHNICAL DATA

Material SEBS (TPE) Cable gland,

ASA+PC-FR (UL 94 V-0) Fasteners
( ) Please take the dimensions from current parts. These are subject to

Colour volcano material- and manufacturing-specific tolerances.

Standards RoHS compliant,
REACH compliant

PURCHASING DATA

Weight/1 part 49
Customs tariff number 39269097
(OKW product)

Country of manufacture Germany
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B2911308

Cable gland kit, 3.4 - 4.2

SYSTEM COMPONENTS TO COMPLETE

B2832107 B2832109 B2833107 B2833109

CONNECT CONNECT CONNECT CONNECT

ASA+PC-FR (UL 94 V-0) ASA+PC-FR (UL 94 V-0) ASA+PC-FR (UL 94 V-0) ASA+PC-FR (UL 94 V-0)
off-white RAL 9002 black RAL 9005 off-white RAL 9002 black RAL 9005
76x54x22mm 76x54x22mm 116x54x22mm 116x54x22mm

B2834107 B2834109
CONNECT CONNECT

ASA+PC-FR (UL 94 V-0) ASA+PC-FR (UL 94 V-0)
off-white RAL 9002 black RAL 9005
156x54x22mm 156x54x22mm

Subiject to technical modification without notice. © by OKW Gehé&usesysteme, Buchen/Germany.
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https://www.okw.com/en/Connect/B2832107.htm
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