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F 4.00 SPECIFICATIONS:
- Current Rating: 0.5A Max.
WithstandingVoltage : AC 500V RMS

Insulation Resistance: 1000 Megohms Min.
Contact Resistance: 30Milliohms Max.
Operating Temperature: —40°C To +85°C
E Contact:Copper Alloy,
=
|

Under Plating Nickel
Contact Area Plating:Gold Flash
Insulator: Thermoplastic

2
| A fﬂl
1l 1.0 1 5
: 3 = |L
M)
3.00
[Moooooooooooooooooooooo 0]
O ocooooooooooooo ooy Hf
| C | o
I 1 O
¥ Positi A B C D E F
ositions
1.00 — 0.30 20 25.40 | 21.40 [25.40 [ 18.00 | 21.40 [25.40
30 35.40 | 31.40 [35.40 [ 28.00 | 31.40 | 35.40

N D DD DA DAY DAY DAY DO DAY DY ) 40 45.40 | 41.40 | 45.40 | 38.00 | 41.40 | 45.40
44 49.40 | 45.40 149.40 | 42.00 | 45.40 [49.40
50 55.40 | 51.40 [55.40 | 48.00 ] 51.40 [55.40

>

?
| D . 5
EEEHEEEEEEEEHOEEEdEEEHEHER r
[E@@@@@@@@@@@@@@@@@@@@@@@@:— Flat Cable
2.00 8
[q\]
APPROVED BY UNLESS OTHERWISE
- phaiieiing e s ane
A NUAMBER OF AU ROUP TO
AMBERBERDE | s w e
£ = 7 L SRAWING BY XX £0.10
AUK CONTRACTORS CO., LTD. HZF | ANG.
SCALE | NONE REV. A l::,'; | @‘E AREA REVISIONS CHK DATE
T [ 2 [ 3 [ 4 [ 5 [ 6 7/ [ 8 [ 0




