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1. Scope 

This specification provides the specifications for Holder of the Cable with CHAdeMO Quick Charge 

Connector for EV Applications. 

 

 

2. Model Number 

 The model number of this product is shown in Table 1. 

 

Table 1: Model Number 

Product name Model number Materials Quantity of set 

Holder JKTS-554 PBT+PC 1 

 

 

3. Specifications 

 This product is consists of high-incombustibility , -insulation and –weather resistance resin materials, 

PBT+PC (UL94-V-0) and have the structure suitable for mating with the EV charging connector 

conforming to CHAdeMO specification. 

 This product does not contain the RoHS controlled substance. 

The structure and dimension of this product is shown in Fig. 1. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Material: PBT + PC 

Color: Black 

Fig.1: Structure and dimension of Holder 

 

Unit: mm   
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4. Shipping inspection  

 Shipping inspection is carried out in a sampling inspection items in Table 2, and recorded. 

Inspection report will be submitted in response to a request. 

 

Table 2: Shipping inspection item 

Shipping inspection item Inspection contents Inspection level 

Structure and dimension As shown in Fig.1 AQLⅡ 

 

 

5. Packing 

  The product is to be packed into a corrugated carton in order to avoid damage during transport. 

 

 

6. Marking on the package 

  Each package should be marked in a clear and visible way with the following information.  

 

a. Product Name 

b. Model Number 

c. Product number 

d. Quantity 

e. Date of production 

f. Manufacturer’s name 
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